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EXECUTIVE SUMMARY

A RCRA‘facility assessment was conducted at the Chevron U.S.A., Inc. Hawaiian
refinery at Ewa Beach, Oahu, Hawaii. This assessment has utilized the RCRA,
CERCLA, and NPDES files of EPA Region 9, the files and reports of the Hawaiil
State Deﬁartment of Health, Noise and Radiation Branch and Permits and
Enforcement Branch. Further information was gathered during a visual site

inspection at the facility on November 12-13, 1986.

The refinery began operation in 1960, and now processes approximately 50,000
barrels of crude oil per day. It manufactures fuels, acid, and asphalt for
use in the Hawaiian Islands. Products include motor gasoline, jet fuel, fuel

oil, liquefied petroleum gas., sulfuric acid, and asphalt.

During the course of this facility assessment, 37 solid waste management units
(SWMUs) were identified aﬁ the refinery. All units were inspected during the
visual site inspection. . Three of the units, the land treatment unit, induced
air flotation (IAF) pond, and the flare oily basin are RCRA regulated.
Chevron intends to close the IAF pond and the flare oily basin as soon as the

RCRA permit is issued.

0f the 37 SWMUs identified, 32 pose a potential for some type of rélease of
hazardous constituents. Iwenty seven of the units are believed to pose a
potential for release of -hazardous constituents to the soil or groundwater.
These include the current and the 1inactive land treatment areas, the API
separator, all impoundments and basins within the wastewater treatment system,
ﬁhé arum storage area, one inactive landfill, three wastepiles, one of which
was located beneath the current land treatmernt wunit, the inactive 1liquid
petroleum gas (LPG) area cooling water pond, three neutralization sumps, the
storm water drainage swale rand culvért, the 01l recovery box, and the oily,

acld and storm water sewers.

Chevron currently has 17 monitoring wells on site which are sampled regularly
to moaitof for possible releases from waste management units. In addition to
these wells, there are also 45 "delineation wells” which were installed to
identify the extent of an oil plume on the water table beneath the refinmery.
The soutce of the oil is believed to be leaks from crude and product storage

tanks.



Seven SWMUs pose a potencial for ongoing releases to surface water, which in
the case of the Chevron refinery is the Pacific Ocean. These include the API
separator, the impounding basin, the IAF pond, the north and south ocean
ponds, the oil recovery box, and the stormwater drainage swale and culvert,
The stormwater drainage swale and culvert collects stormwater drainage from
the southérn portion of the refinery, including an area at the southern
property boundary abutting the Brewer Chemic¢al plant. It is likely that the
swale collects waters containing hazardous constituents not only frém the
refinery but also from the chemical plant prior to discharging through the
culvert south of the IAF unit into the Pacific Ocean. This discharge is not
authorized by NPDES. Chevron intends to stop the discharge by the end of

1986, redirecting the storm water to the facility's storm water sewer.

Eighteen units across the facility pose a potential for air releases of
hazardous constituents, in most cases hydrocarbons. These include the land
treatment unit, the API separator, the wastewater treatment system ponds and
basins, the clay dewatering basin, the storm water drainage swale and culvert,
and the ail recovery box. Waste Pile C and the flare lime basin pose a

potential for releases to air via windborne particulates.

The olly sewer system, a subsurface gravity flow system, may pose a potential

for generation of hydrogen sulfide gas, which is both toxic and explosive.
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o v« Wi+ o 4 s+ - 1.0 INTRODUCTION: . S L.

“Chevron, U 4SiA. Tncs operates;a oetroleum refinery located in'Cempbeli In&uSQ
af"trial Park at Ewa Beach Oahu, Hawaii. The refinery began ‘operation in 1960'.
‘(6 12) Prlor to 1960 the .land ‘now occupied by  the. reflnery was vacant (13)
iiPresent reflnhng operations produce motor gasollne Jet fuel fuel;oil, lque"f.
fled petroleum gas,'sulfurlc ac1d and asphalt._ The reflnery ié-eoufpped &ieh
al wastewater treatment system to Creat various- 01Ly .and acid wastes - prior to
~uadischapge~via an NPDES outfall. There is also a "land treetment ‘unit for bio-

. degradation of"sludges_gEnetate&Aat the refinery.

Chevron his. snémi;tedreboth‘ the Part A notpfic&tfon dnd"ﬁhé‘ Rer%' B gefmit
h epplication"in accordance with RCRA regulation for the land tréatment unit,
ﬂan»»indaee@ air flotation pond and the flare oily basin:
{ Pbis<repof;'is a review Of‘solid waste management units at ‘the Chevron U.S.A.,
‘Incw Hewaiiaq Refinery. Primary.sources of .information. used An this assess-
deént included: the RCRA and’CERCLA‘fiLes of the Eﬁﬁironmentel Protection'Agency
. (EPA); ‘the facility's RCRA Part B permit application; files' of the Hawaif
ﬂ;ﬁepaﬁtment of ﬁealﬁh-Noﬁse an&iRadiationg Environmental Permits, and Poliution ‘
‘Invéétigatﬁon‘and Enﬁobcéméﬁt Branches, and "Chevron's sélid waste management
C unit (SWMU) response létter. A visual site inspection (VSi} was conducted at
the refinery on November: 12~ 13, 1986 to verify the location and current

'n’disposition of SWMUs "at the Chévron Hawafiin Reffnefy@

'Section 2.0 desérioee‘khe facility and {its operatiouns, Section 3.0 discusses

‘the EnVironmentel setiting, and Section 4.0 pfovideS'ﬂescribtiOns OE:Tndividual
“’Swﬁﬁé"fdcludingA’wastes managed , ‘hi5tory of releases, nelease éontrols, and

'Rotential’foc"releese&ﬁ‘ Section 5.0 congainsfgenerel ¢conclusions from the
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. 2.0 FACILITY DESCRIPTION

2.1 PFacility Description

The Chevron U.S$.A., Inc. Hawaiian Refinery is located within Campbell
Industrial Park at 91-480 Malakole Road, Ewa Beach, Oahu, Hawaii. (Figure 1)
The refinery began operation in 1960 (6,12).

The Chevron Hawaiian refinery processes about 50,000 barrels per day of low
and medium sulfur crude oil. The refinery produces liquified petroleum gas,
gasoline, jet fuel, diesel fuel, fuel oil, asphalt, and sulfuric acid. Figure
’2 is a plot plan of the facility showing different processing and waste
management units. Processing facilities at the refinery include a crude
distillation unit, a catalytic cracking plant, an alkylation and isomeration
unit, isomax hydrogenetion and hydrogen plants, acid, amine, and acid storage
plants, an asphalt plant, and a tank farm. The refinery also has office and

laboratory facilities at this location.

Waste management at the site currently falls under two main categories, the
wastewater treatment system and land treatment. Process wastewaters, surface
run-off and other non-hazardous liquid wastestreams flow through enclosed pipe
sewer systems to the wastewater treatment system. Oily wastewaters are first
routed through the oily sewer to an API separator for oil and solids removal.
Effluent from the API separator enters the south surge pond, which serves as
an equalization basin to prevent surges through the oxidation ponds. Exchanger
cleaning performed at the faciliﬁy takes place at the exchanger location and

wastes are discharged to the oily sewer.

Storm water runoff is transported through the storm sewer to the North Surge

Pond, which also serves as an equalization basin upstream from the oxidation

ponds.

Both surge ponds discharge to Oxidation Pond 1 for primarily biological
oxidation enhanced by wmechanical aerators. Additional biological oxidation

takes place in Oxidation Pond 2/3.




Prior to discharge to the wastewater treatment system, potentially corrosive
wastestreams are neutralized in a neutralization tank. Effluent from this
unit is routed to a neutralization basin then to a settling basin for addi-

tional residence time.

Effluent from Oxidation Pond 2/3 flows to the Impounding Basin, the last
surface impoundment prior to effluent being discharged to the ocean. The
impounding basin allows additional settling of suspended solids and provides

surge capacity from the rest of the wastewater treatment system.

Water destined for discharge through the NPDES outfall is routed to an induced
air flotation (IAF) unit. This unit removes algae from the water to aid in
compliance with the NPDES 1limit for total suspended solids. Algae, or IAF
float, 1is routed to an IAF pond for dewatering. Water from the pond is sent
to the outfall sumpeprior to discharge through an ocean diffuser offshore.

(12,13)

The following SWMUs have been identified at the Chevron U.S.A. Hawaiian
Refinery:

Land Treatment Unit (Unit 4.1) (RCRA regulated)
Inactive Land Treatment Area (Unit 4.2) ‘
API Separator (Unit 4.3)

North Surge Pond (Unit 4.4)

South Surge Pond (Unit 4.5)

Oxidation Ponds (Unit 4.6)

Neutralization Basin (Unit 4.7)

Settling Basin (Unit 4.8)

Impounding Basin (Unit 4.9)

Qutfall Sump (Unit 4.10)

IAF Unit (Unit 4.11)

IAF Pond (Unit 4.12) (RCRA regulated)

Drum Storage Area (Unit 4.13)

Flare Oily Basin (Unit 4.14) (RCRA regulated)
Flare Lime Basin (Unit 4.15)

Landfill A (Unit 4.16)

Landfill B (Unit 4.17)

Inactive Clay Dewatering Impoundment (Unit 4.18)
Sewer Sludge Impoundment (Unit 4.19) .
Amine Washwater Impoundment (Unit 4.20)

LPG Area Cooling Water Pond (Unit 4.21)

South Ocean Pond (Unit 4.22)

North Ocean Pond (Unit 4.23)

Waste Pile A (Unit 4.24)

O ¢ &0 0060 0 008 0 8 0 0 00 OO OO 00 O 0



Waste Pile B (Unit 4.25)

Waste Pile C (Unit 4.25)

Foul/Sour Water Tanks 303 and 304 (Unit 4.27)
Foul Water Oxidizer (Unit 4.28)

Weak Acid Neutralization Sump (Unit 4.29)

Strong Ac¢id Neutralization Sump (Unit 4.30)
Alkylation Plant Neutralization Sump (Unit 4.31)
Storm Water Drainage Swale and Culvert (Unit 4.32)
Clay Dewatering Basin (Unit 4.33)

0il Recovery Box (Unit 4.34)

0ily Sewer System (Unit 4.35)

Acid Sewer System (Unit 4.36)

Storm Bay and Storm Sewer (Unit 4.37)

® O OO0 6 O 6O O 0 OO

2.2 Operating Permits

Four surface impoundments and the land treatment unit at the Chevron Hawaiian
Refinery are RCRA regulated. (12) The refinery .is also regulated for air
emissions by the Hawaii Dept. of Health, and for wastewater discharges under
Permit No. HIO000329. The current NPDES permit was issued on March 15, 1983
and will expire on March 15, 1988.(15)
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LOCATION OF CHEVRON USA HAWAIIAN REFINERY
Source: USGS Ewa Quad Topo. Map



3.0 ENVIRONMENTAL SETTING

3.1 LOCATION AND SURROUNDING LAND USE

The: Cheévron USA, Inc., Hawaiian Refinery is located in Campbell Industrial
Park at Ewa Beach, Oahu, in the Barbers Point area. The facility is about 248
acres In size and the surrounding area is zoned for heavy industrial use.(l12)
The refinery 1is bounded on the west by the Pacific Ocean, on the south by
Brewer  Chemical, and on the north by Camp Malakole Military Reservation and
vacant land. On the east side of the refinery lles a strip of vacant land

bordered by other facilities within Campbell Industrial Park.

3.2 PHYSICAL GEOGRAPHY AND METEQROLOGY

The refinery 1is located on the Ewa Plain of southwestern Oahu. The plain is
part of an emerged coral reef complex built on the edge of the Waianae
Volcanie Range of western QOahu. The plain exhibits karst features.(12) A
riprap sea wall protects the west side of the facility from high waves during

storms.

The long term mean annual precipitation at the U.S. Magnetic Observatory
nearby is 18.42 inches.(12) Daily maximum temperatures are in the high 70's
in winter to the mid-80's in summer, with daily minimums from the mid-60's to
the low 70's. The prevailing winds on Qahu are the northeasﬁerly trade

winds.(16)

3.3 GEOLOGY AND HYDROLOGY

The Waianae Range is constructed of thinly bedded basaltic lava estimated to
be Miocene-Pliocene age. The coral reef complex was constructed during the
Pleistocene age. The reef complex is composed of massive permeable coral reef
deposits near the shoreline which interfinger both laterally and vertically
with less permeable backreef lagoonal and alluvial deposits. The coral
unconformably overlies basaltic lava flows of the Waianae Range. The reef is

estimated to be approximately 600 feet thick beneath the Chevron site.(12)



\

A deep boring drilled by Dames and Moore in the adjacent proposed Conoco-
Dillingham Refinery is believed to be representative of conditions beneath the
Chevron site; The boring encountered 150 feet of a massive, extremely porous,
friable coral with large solution cavities. The coral was underlain by
sedimentary mud with coralline debris from 150 to 190 feet, mud from 240 to
270 feet, and coral from 270 feet to the end of the boring at 300 feet.(12)

There are two main aquifers in the Barbers Point area of Oahu. The upper
aquifer is contained in the coral deposits, the lower one 1s contained within
permeable sections of the Waianae volcanics. The basal volcanic aquifer
contains a lens of fresh water floating on underlying salt water with a

transition zone of bracklsh water between the fresh .and salt groundwaters.

The coral aquifer is .unconfined, brackish, and subject to tidal influence.(12)
Beneath the Chevron refinery the water table is at a depth from ground surface
of about 4 ft.(13) It is recharged from infiltration of rainfall and upward
leakage from the underlying basal aquifer. Some local recharge may occur from

irrigation return flows.(12)

The basal aquifer is confined by the lower permeability coral deposits above
it, and the groundwaters in this aquifer exist under artesian conditions.

Recharge 1s primarily from infiltration of rainfall on the Waianae Range.(12)

During the VS1, an excavation was observed near the drum storage area. The
excavation exposed the water table, which'was at a depth of about 4 feet and
completely covered with floating oil. The excavation was originally made to
work on some pipes, but has been converted to an o0il recovery well used by
Cﬁévron to reclaim oil which has leaked from tanks at the refinery. A
portable tank was located next to the excavation to contain oil pumped from
the well. Chevron personnel reported that there are some 7 oil recovery wells
at the Chevron Hawaiian refinery. The depth of the o0il float on the water
table could not be determined during the VSI. Chevron has also installed 45
"delineation wells” to identify the extent of the plume beneath the refinery.
As of 1985, the plume extended from approximately the north property line
near the tank farms at its northernmost point, south to the flare area. The

plume at 1its easternmost point was detected between the jet fuel and bunker

10



tanks in the crude tank farm and at its westernmost point was detected around
the drum storage area. The plume is near circular in shape. Any groundwater
monitoring aimed at detecting releases from individual waste management units

at the refinery is hampered by this extensive degradation of the upper

aquifer.(13)

11
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4.0 DESCRIPTION OF INDIVIDUAL UNITS

4.1 LAND TREATMENT UNIT

4.1.1 Information Summary

Unit Description: The RCRA regulated land treatment unit covers 3.1 acres and

consists of three cells with 6 foot berms of compacted coral.(6,9,13) It is
constructed above ground and is unevenly pentagonal in shape.(13) Clean fill
was brought to the site from an unrecorded location for use as treatment zone
s0i1.(8,13) During the VSI, which took place after a heavy rain, there was
some ponding of water in the treatment unit. Facility personnel estimated the
depth of soil and treatment material to be about eight inches.(13) The
treatment unit is equipped with a sprinkler system. Wastes in the unit are

disked regularly to enhance bicdegradation.(12)

Date of Startup: The unit was constructed in 1980.(3,12)

Date of Closure: This is an active unit.(12,13)

Wastes Managed: Wastes managed in the land application area 1include API

separator sludge, non-leaded tank bottom sludges, IAF float, jet fuel filter
media, oily soil, heat exchanger bundle cleaning sludge, column, exchanger,
and vessel cleaning sludges, and pond sludges.(1,3,6,12) Chevron estimates
about 110 tons of sludge are generated annually at the refinery.(12) Leaded
tank bottoms which had been weathered elsewhere on site were placed in the

treatment unit when it was first put into service.(13)

Release Controls: Three wvacuum pressure cup type lysimeters are located

within the treatment unit. One upgradient (MW-3) and three downgradient
(MW-6, MW-11, and MW-12) groundwater monitoring wells have been installed near
the treatment unit.(3,9,12) Wells are sampled for TOC, phenol, naphthalene,
chromium (total and hexavalent), lead, mercury, arsenic, nitrate, silver,

ammonia, and sulfide.(12)

History of Releases: Groundwater monitoring data presented in the facility's

Part B permit application shows the presence of arsenic and lead in samples

12



collected from three downgradient wells (Wells 5, 6, and 11) during 1984.
Neither compound was detected in samples froé the upgradient well (Well 12)
during the same period.(12) Chevron has attempted to draw liquid from the
lysimeters on at least |l occasions since 1981. Reportedly, only on 8/6/84
were samples able to be drawn from the lysimeters. At that time, soil anal-
ysis indicated the presence of low concentrations of chromium, copper, lead,

nickel, and molybdenum.(12)

4.1.2 Conclusions

Groundwater Release Potential: Releases to groundwater may have occurred from

this unit, based on groundwater data presented in the Part B permit applica-

tion. Groundwater releases from this unit are regulated under RCRA.

Surface Water Release Potential: The land treatment unit is surrounded by six

foot dikes constructed of crushed coral. No liquid wastes, only sludges, are

"placed in the unit. The potential for release from this unit is low.

. Alr Release Potential: There is potential for past and ongoing air releases

of volatile constituents from this unit due to the application of oily sludges

to soil in this unit and mechanical disking of the wastes.

Subsurface Gas Release Potential: If anaerobic decomposition of oily wastes

occurs in this unit, there is a potential for the generation of methane, which
may serve as a carrier for the volatile organic constituents present in the

0ily waste. The lack of unsaturated zone monitoring data prevents the

determination of release potentials for other volatile organic constituents

which may be present.

13



4.2 INACTIVE LAND TREATMENT AREA (Also known as Site X)

4.2.1 Information Summary

Unit Description: An area measuring approximately 50 feet by 70 feet was used

as a weathering area for tank sludges. The area is located in the tank farm
area in the northeast section of the property. The unit consists of an open
area on bare ground within the three to four feet high berms of the tank
farm.(5,13) Material was removed in 1980. It is unknown whether waste incor-

poration practices occurred while this unit was active.

Date of Startup: This site was put into use as a weathering area in the early

1960's.(13)

Date of Closure: The area was taken out of service in 1980, when the upper

layers of material and some underlying coral were removed and placed in the
current land treatment unit (Unit 4.1).(13) Samples of the remaining strata
passed an EP Toxicity test, according to the facility, and thus were not
removed.(5) This data was not available for review during the VSI. It is not
known if any chemical analyses for hydrocarbons were performed on these

samples.

Wastes Managed: Leaded tank bottoms were weathered in this area.(5) The

quantity of wastes placed in this area during operation is not known. Tank
bottoms are expected to contain polynuclear aromatic hydrocarbons'as well as

metals.

Rélease Controls: No known release controls were employed in this area while

it was in use. The area is bermed by approximately three to four feet high

berms of crushed coral construction.(13)

History of Releases: Leaded tank bottoms were applied to bare ground in this

area. According to Chevron, samples of soil remaining in the area following

removal of upper soil léyers and sludges passed EP Toxicity tests.(5)
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4.2.2 Conclusions

Groundwater Release Potential: There is a high potential that past releases
of hazardous éonstituénts to soil and groundwater, in particular lead, may
have occurred from this unit. There may be potential for ongoing release of
metals and hydrocarbons to groundwater from residual soil contamination.
Although Chevron reports that remaining strata did not exhibit EP Toxicity
characteristics, it is wunknown if chemical analyses for hydrocarbons were

performed.

Surface Water Release Potential: The weathering area is within a bermed tank

farm area. There is no potential for release to surface water from this unit,

as wastes have been removed and any runoff would be contained within the berm.

Air Release Potential: There 1is no potential for ongoing air releases from

this unit, since all wastes have been removed. Air releases may have occurred

while the unit was active.

Subsurface Gas Release Potential: If anaerobic decomposition of oily wastes

has occurred in this unit, there is a potential for the generation of methane,

which may serve as a carrier for the volatile organic constituents present in

the oily waste.
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4.3 API SEPARATOR

4.3.1 Information Summary

Unit Description: The API separator is 22 ft wide by 70 ft long by 6 ft high

and 1is divided into two cells.(7) It is constructed of concrete and is
entirely .above ground. The API separator receives process wastewater and
other oily waters from various refinery processes.(8) 0il from the separator
is discharged to the recovered oil tanks and underflow is routed to the south
surge ﬁond (Unif 4.5).(7) During the VSI, cracks could be seen in the
concrete and seepage of oily material was evident on the sides of this unit.
A valve on the east side of the unit was oily and had dripped oily material
onto the ground. Steam or vapors at the tep of the south side of the

separator were observed during the VSI.(13)

Date of Startup: Unknown:

Date of Closure: This is an active unit.(7,9,13)

Wastes Managed: The separator receives process wastewaters and other oily

water from refinery operations which have been routed through the oily sewer
system.(8) Results of .chemical analyses on the APT sludge are shown in Table

1.(9) The sludge is a defined hazardous waste, Waste No. KOS51.

Release Controls: According to Chevron, the separator is inspected weekly for

evidence of leakage or cracking of the structure.(12) The unit sits directly

on soil.(13)

History of Releases: There is no file evidence of release from this unit.

The outside of the unit had oil along cracks in the side of the unit. Leakage
of oily material was evident around the valves on the separator and had
spilled to the gtound on the east side of the separator. Steam or vapors

could be seen coming from the south side of the separator.(13)

4.3.2 Conclusions

Groundwater Release Potential: Soil releases have occurred from this unit.

0ily wastes which have seeped from the separator onto the ground could
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L1

ANALYSES OF WASTES AND SLUDGES FROM CHEVRON HAWAIIAN REFINERY
FOR APPENDIX VIII CONSTITUENTS

Table 1

Appendix VIII S. SURGE oX 1 0X 2/3 IMPOUND. FLARE
Constituents POND POND POND BASIN OILY BASIN API oTLY IAF TANK JET CAT
(ppm) SLUDGE SLUDGE SLUDGE SLUDGE SLUDGE SLUDGE SLUDGES FLOAT BOTTOMS CLAY FINES
Antimony ND ND ND ND ND ] ND ND ND ND ND
Arsenic 0.74 10.0 2.4 3.0 0.46 9.1 13 1.2 2.3 15 110-
Barium 10 35 21 8.0 6.0 88 130 3.0 30 53 18
Beryllium ‘ND ND ND~ ND XD ND ND ND ND 0.8 0.6
Cadmium 0.7 1.5 1.6 ND 0.4 1.7 1.0 Np 0.4 1.0 ND
Chromium (Total) 9 221 337 75 11 37 75 4.8 39 45 24
Chromium (hexavalent) 0.08 0.66 3.8 1.2 ND 0.71 — — ——— ——— -—
Lead 16 95 279 20 54 190 400 16 119 10 34
Mercury 0.60 0.46 0.38 0.38 0.66 1.7 0.02 0.06 0.06 0.14 ND
Nickel 9.6 24 30 14 8,0 56 48 5.0 15 12 200
Selenium ND ND ND ND RD ND ND NB ND ND . ND
Silver 0.2 1.1 0.8 ND ND 0.4 0.4 ND 0.2 0.6 1.1
Vanadiur 12 30 74 29 15 52 66 4.0 14 39 230
Organic Lead 0.4 6.2 5.9 0.2 1.6 1.6 12 ND 2.4 0.2 g.1
Benzene 37 ND 0.6 0.1 0.5 56 3.0 0.2 22 ND ND
Toluene 78 ND 6 0.3 2 134 23 0.5 85 0.4 ND
1,1,1-trichloroethane ND ND ND ND ht] ND ND ND ND ND 0.05
Carbon disulfide KD ND ND ND ND ND ND 1 ND ND ND
Phenol 0.05 KD -ND ND ND ND ND ND ND RD ND
2,4-Dimethylphenol 1.9 ND ND ND ND 2 ND ND ND 1 ND
Cresol 4.0 ND ND ND ND "~ ND ND ND ND 0.01 ND
Napthalene 86 2 23 23 ND 46 169 ND 168 0.4 ° ‘ND
Benzo(a)anthracene ND ND 1 ND ND -~ ND 52 ND 80 ND ND
Benzo{a)pyrene 3 ND 1 0.9 ND ND 39 ND 79 ND ND
Chrysene 2 5 2 3 20 14 125 NP 300 ND ND
Flouranthene ND ND ND ND ND ND 4 ND 43 ND KD
Benzo(b)flouranthene ND ND ND ND ND ND 6 ND 28 ND ND
Benzo(j)flouranthene ND ND ND ND ND ND 10 ND 30 ND ND
Flourine 92 6 5 ND 20 70 165 ND 120 ND ND
para-1,4 dichlorobenzene ND ND ND 0.9 ND ND ND ND ND ND KD
meta~1,3 dichlorobenzene ND ND ND 14 "D ND ND ND KD ND ND
ND ND ND . 22 ND ND ND ND ND ND ND

ortho~1,2 dichlorobenzene



eventually migrate to groundwater. There is an ongoing potential for soil and
groundwater releases based on the condition of the unit observed during the

VSI.

Surface Water Release Potential: There 1is a moderate potential that release

of oily wastes to surface water could occur via runoff across plant property

to the ocean southwest of the unit.

Air Release Potential: Air releases may be occurring via evaporation of

volatile constituents that are present Iin oily wastewaters along the south
side of the separator. The potential for past air releases cannot be

determined.

Subsurface  Gas Release Potential: This unit is constructed entirely above

ground so there is no potential for subsurface gas generation.
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4.4 NORTH SURGE POND

4.4.1 Information ‘Summary

Unit Description: The north surge pond 1s located south of the neutralization

pond. It has a capa&ity of 160,000 gallons, and measures 110 ft by 40 ft.(7)
The depth of the pond could not be verified during the VSI or from blueprints
provided by Chevron. It appears to be constructed mostly above grade.
Crushed coral dike walls were approximately four feet in height. It 1is not
1ined.(8,13) 1Inflow to the pond is from the storm sewer (Unit 37). Effluent
from this pond discharges to the oxidation ponds {(Unit 4.6) It is not a RCRA
regulated unit.(12) The pond was being operated with a little less than two
feet of freeboard during the VSI. It contained water with some oil floating

on the surface and some oily staining on the inside of the pond dike.(13)

Date of Startup: Unknown.

Date of Closure: The pond is an active unit.(7)

Wastes Managed: The pond receives storm water runoff prior to its treatment

in the oxidation ponds.(7) The stormwater runoff may contain hazardous
constituents, especially aromatic hydrocarbons. '~ No specific chemical analysis

hds been conducted of this liquid.

Release Controls: The pond is surrounded by approximately four foot crushed

coral dikes. 0il float is skimmed manually and routed to the recovered oil
tank and subsequently rerefined.(13) This pond, along with the other ponds in
the waste water treatment system are monitored wusing five groundwater moni-
toring wells (13, 14, 15, 16, 17). The location of these wells 1is shown in
Figure 2.

History of Releases: Soils composing the pond dikes were observed to be

stained with hydrocarbon material from oily wastewaters in the pond during the

VsI.
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4.4.2 Conclusions

Groundwater Release Potential: Potential for past and ongoing releases of

hydrocarbons to groundwater may exist for this unit, O0ily staining of the
dikes indicates a potential route for migration of hazardous constituents

through soils to groundwater.

Surface Water Release Potential: There is no evidence of past overflow from

this unit. The potential for release to surface water from this unit appears

to be low based on the diking and freeboard observed during the VSI.

Air Release Potential: There 1s potential for ongoing air releases from this

pond due to volatile constituents that may be present in oily float on the

surface of the pond. The potential for past air releases is assumed to be

gimilar.

Subsurface Gas Release Potential: If anaerobic decomposition of oily wastes

occurs in this unit, there is a potential for the generation of methane, which
may serve as a carrier for the volatile orgéuic constituents present in the

oilly waste.
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4.5 SOUTH SURGE POND

4.5.1 Information Summary

Unit Description: The south surge pond is an unlined 0.16 acre surface

impoundment which is used as an equalization basin.(8) It is located adjacent
to the north surge pond (Unit 4.4), sharing a common dike wall with that
pond. The depth of the pond could not be verified during the VSI or from
blueprints provided by Chevron. Pond dikes are of crushed coral construction,
and are about four feet high. The pond is.equipped with a concrete oil
collection box at its'néfthwest end. Hand skimmers are used to collect oily
float off the pond. Effluent from the pond discharges to the oxidation ponds
(Unit 4.6) The pond contained water with a‘thick oily scum, and was being
operated with between 8 inches and two feet of freeboard at the time of the
VSi. ‘A heavy hydrocarbon odor was noticeable iﬁ the area during the VSI,

but it could not be determined if the pond was the source of these odors.(13)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(8)

Wastes Managed: The pohd receives effluent from the API separator.(8,12)
Results of chemical analyses on pond sludges are shown in Table 1.(9) The
sludges contain various metals as well as benzene, toluene, phenols, naph-

thalene, and other organic Appendix VIII constituents.

Release Controls: Chevron reports that the pond is inspected to ensure that

‘two feet of freeboard are maintained at all times.(12) However, the pond was
being operated with less than two feet of freeboard during the VSI.(13) This
‘pond, along with the other poﬁds in the waste water treatment system are moni-
tored using five groundwater monitoring wells (MW-13, 14, 15, 16, 17). The

location of these wells is shown in Figure 2.

History of Releases: Avallable groundwater monitoring data do not indicate

release from this unit. No evidence of overflow was observed during the VSI.

However, the pond dikes were covered with oily stains.
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4.5.2 Conclusions

Groundwater Release Potential: There is potential for past and ongoing

releases of hazardous constituents from this uﬁit, in particular hydrocarbons.
0ily staining of the insides of the pond dikes indicate a possible migration

route  from the soil to groundwater.

Surface Water Release Potential: The pond was being operated with less than

two feet of freeboard during the VSI, which was conducted following a heavy

rainfall. There may be potential for releases to surface water 1f the pond

were to overflow.

Air Release Potential: There 1is potential for past and ongoing air releases

from this unit as the pond is covered with o0il which may contain volatile

components.

Subsurface Gas Release Potential: 1f anaerobic decomposition of olly wastes

occurs In this unit, there is a potential for the generation of methane, which
may serve as a carriler for the volatile organic constituents present in the

oily waste.
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4.6 OXIDATION PONDS

4.6.1 Information Summary

Unit Description: There are two mechanically aerated oxidation ponds on the

Chevron Hawaiian Refinery site.(8) They are lined only with compacted coral
(6,13) Oxidation Pond ! is 0.7 acre in size and contains three barge-mounted
floating aerators. Oxidation Pond 2/3 covers 1.26 acres and consists of two
ponds separated by a curtain wall, with each section being served by two
floating mechanical aerators.(8,12,13) The exact depth of the ponds could not
be determined during the VSI or from blueprints provided by Chevron. The pond
dikes are approximately four feet 1in height and are constructed of crushed
coral. A plastic material has been used on pond dikes for stability purposes,
hwoever, it appeared to have broken loose and could be seen floating along the
pond edges.(13) These ponds are not RCRA regulated.(13) Effluent from Oxida-
tion Pond 2/3 goes to the impounding basin (Unit 4.9).

Date of Startup: Unknown.

Date of Closure: The ponds are active units.(9)

Wastes Managed: Effluent from the north and south surge ponds discharges into

the oxidation ponds. The effluent contain phenols, oil sulfides and ammonia.
(8) The results of pond sludge chemical analyses are shown in Table 1.(9)
Although Chevron has disputed 1it, EPA considers the pond sludges to be a

listed hazardous waste due to their similarity with API separator sludges.(12)

Release Controls: According to Chevron, the ponds are inspected daily to

verify that that there is a minimum two feet of freeboard.(9,12) The overflow
weir and sluice valve are reportedly inspected weekly. During the VSI, the
oxidation ponds were being operated with about 1.5 to 2 feet of freeboard. A
plastic material has been used on the pond dikes for stability purposes. This
material was not anchored adequately and could be seen floating in some areas
at the pond surface near the dikes.(13) The ponds are not 1lined. These
ponds, along with the other ponds in the waste water treatment system are
monitored using five groundwater monitoring wells (13, 14, 15, 16, 17). The

location of these wells is shown in Figure 2.
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History of Releases: There is no fille evidence of release from the ponds.

There were no signs of overflow at the oxidation ponds during the VSI. There
was some o0ily staining inside the pond dikes.(13) No odors were noted during

the VSI.

4.6.2 Conclusions

Groundwater Release Potential: The potential exists for past and ongoing

releases to soil and groundwater from this unit due to the absence of any

liner and the presence of hazardous constituents in the effluent.

Surface "Water Release Potential: The ponds were being operated with less than

two feet of‘freeboard. There is potential for release to surface water if the
ponds overflowed. ©Potential for overflow in these ponds is somewhat greater
than for other ponds at the facility due to the agitating action of the

aerators.

Alr Release, Potential: There is potential for past and ongoing air releases

of any hazardous constituents which may be present in the wastewaters treated
in the ponds. The aerating action of the ponds would enhance the release of

volatile constituents in the pond effluent.

Subsurface Gas Release Potential: Because the ponds are not lined, and if

they are not continuously and adequately aerated, there is a potential for

past and ongoing generation of subsurface gases at the bottom of the ponds.
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4.7 NEUTRALIZATION BASIN

4.7.1 Information Summary

Unit Descr;ption: The neutralization basin 1s located between the settling

basin and the north surge pond. It measures 110 ft by 40 ft and has a
capacity of 160,000 gallons.(7) The basin reportedly may have a concrete
base, however this could not be confirmed during the VSI.{13) The exact depth
of the basin could not be determined during the VSI or from blueprints
provided by Chevron. The basin dikes aré constructed of crushed coral and
rise approximately four feet above ground level. Overflow from the basin goes
to the settling basin (Unit 4.8).(13) At the time of the VSI, the basin
contained liquid with about two feet of freeboard. Some white crusted
material of unknown composition was visible on the inside dike walls. Some

steam or other vapor was observed rising from the basin during the VSI.(13)

Date of Startup: The basin was put into operation in the early 1960's.(13)

Date of Closure: The basin is an active unit.(7)

Wastes Managed: The basin receives potentidlly corrosive waste streams from

refinery operating units neutralization sumps and the acid sewer (Units 4.30,
4.31, 4.32, and 4.33?). Low pH waste streams are mixed with lime slurry in
the basin for neutralization to a pH between 6.0 and 8.0.(7) No chemical
analysis for hazardous constituents in the waste streams enté}ing'this basin

has been performed.

Release Controls: The basin may have a concrete base, although this has not

yet been confirmed by .Chevron. The basin has approximately 4 foot dikes
constructed of compacted coral.(13) This pond, along with the other ponds in
the waste water treatment system are monitored using five groundwater moni-

toring wells (13,14,15,16,17). The location of these wells is shown in Figure
2.

History of Releases: Chevron does not report any releases from this unit. No

evidence of overflow was observed during the VSI.(13)
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4.7.2 Conclusions

f

Croundwater Release Potentials It 1s not 'knowﬁ' whether the waste streams

entering the basin contain hazardous constituents. Nor has it been confirmed
whether the basin has a céncrete bottom. If hazardous constituents are
present, there 1is potential for their release to soil and groundwater from

this unit because the basin walls are unlined.

Surface Water Release Potential: There was no evidence of overflow at the

basin during the VST and it was being operated with about two feet of
freeboard. The potential for past and ongoing release to surface water is

believed to be low from this unit.

Air Release Potential: There 1s potential for past and ongoing alr releases

from this unit if hazardous constituents are present.

Subsurface Gas Release Potential: Due to the nature of this unit, there is no

potential for subsurface gas generation.
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4,8 SETTLING BASIN

4.,8.1 Information Summary

Unit Description: The settling basin is located north of the neutralization

basin, ard measures '110 ft by 40 ft with a cadpacity of 160,000 gallons.(7)
The basin shares a common wall with the neutralization basin to the south.
Basin dikes are constructed of crushed coral and rise about four feet above
ground. The exact depth of the basin could not be determined during the VSI
or from blueprints provided by Chevron. Effluent from the settling basin goes
to the impounding basin. Sludge from the settling basin is dredged and placed
in the flare lime basin (Unit 4.13) The basin was being operated with
approximately 2 feet of freeboard at the time of the VSI.(13)

Date of Startup: The basin was put into service in the early 1960's.(13)

Date of Closure: This is an active unit.{(7)

Wastes Managed: The settling basin receives neutralized effluent from the

neutralization pond. Its purpose is to provide additional residence time for
lime solids to settle out.(7) Sludge from the settling basin is dredged and

placed in the flare lime pit.(13)

Release Controls: The basin 1is unlined and constricted of crushed coral with

approximately 4 ft dikes. This pond, along with the other ponds in the waste
water treatment system are monitored using five groundwater monitoring wells

(13, 14, 15, 16, 17). The location of these wells is shown in Figure 2.

History of Releases: Chevron has not reported any releases from the basin and

no visible signs of overflow were noted during the VSI.

4.,8.2 Conclusions

Groundwater Release. Potential: It is unknown 1if effluent entering the pond

contains hazardous constituents. If it does, there may be potential for

release of these constituents to soil and groundwater due to the absence of

any pond. liner.
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Surface Water Release Potential: There was no evidence of overflow at| the

basin during the VSI, and the pond was being operated with about two feet of
freeboard. The potential for past and ongoing release to surface ther

appears to be low.

Air Release Potential: Because the basin 1is open to the air, if hazardous

constituents are present in the basin effluent, there is potential for‘air

releases. . .

Subsurface Gas Release Potential: Due to the nature of this unit, there is no

potential for generation of subsurface gases.
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4.9 IMPOUNDING BASIN.

4.9.1 Infbrmation Summary

Unit Description: The impounding basin is a 2.3 acre impoundment used as a

settling basin, receiving wastewater from the oxidation ponds, the settling
basin, cooling tower blowdown, IAF pond effluent, and any overflow from the
flare oily basin. It has an estimated depth of 10 to 12 feet. The basin was
constructed by excavating below grade 1in weathered coral. It 1is not
lined.(13) Effluent from the basin flows to an induced air flotation (IAF)

unit for algae removal.(8)

Date of Startup: The basin was put into operation in about 1960.(13)

Date of Closure: This is an active unit.(8)

Wastes Managed: The impdunding basin receives effluent from Oxidation Pond

2/3 (Unit 4.6), settling basin effluent (Unit 4.8), the IAF pond (Unit 4.12),

cooling tower  blowdown, and any overflow from the flare oily basin (Unit
4.4.14).(8,12,13) Results of basin sludge analyses are shown in Table 1.(9)
Effluent from the basin has not been fully characterized chemically to provide
sufficient data codcerning the presence of hazardous constituents. The basin
serves two functions? ailowing additional settiiqg of suspended solids, and

providing surge capacity for the wastewater treatment system.(12)

Release Controls: According to Chevron, the impounding basin is 1nspected

regularly to ensure that it is in good operating condition and that two feet
‘of freeboard are maintained.(9,12) During the VSI, it was noted that coral
dikes surrounding the basingqgere six inches to one foot above surrounding
ground level.(13) This basin, along with the other ponds in the waste water
treatment system are mon}tored using five groundwater monitoring wells (13,

14, 15, 16, 17). The location of these wells is shown in Figure 2.

History of Releaséé: There 1s no file evidence of release from this unit.

"Although there was no evidence of actual overflow during the VSI, which took
place after a heavy rainfall, basin freeboards ranged from only about 2 inches

in some sections of the basin to about two feet in others.

29



4,9.2 Conclusions

Groundwater Release Potential: The basin i1s unlined and is likely to have

been excavated below the water table, theréforé there is a high likelihood for

past and ongoing release of hazardous constituents to soil and groundwater.

Surface Water Release Potential: The basin was being operated with almost no
freeboard during the VSI, which took place after a heavy railn, and was near
overflow. If hazardous constituents are present Iin the basin effluent there

is potential for release to surface water.

Air Releasé Potential: If hazardous constituents are present in the basin

effluent, there is potential for their release to air.

Subsurface Gas Release Potential: Due to the -nature of this unit and the

wastes it received, there is no potential for generation of subsurface gas.
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4.10 OQUTFALL SUMP

4.10.1 Information Summary

Unit Description: The outfall sump is located at the far west corner of the

impounding basin. Like the impounding basin, the outfall sump was excavated
below grade in coral, and has approximately 1 to 1.5 foot high berms. The
depth of the sSump could not be verified during the VSI or from blueprints
provided by Chevfon. iﬁ is separated from the impounding basin by a concrete
wall. The sump receives effluent from the IAF unit and once through brine
water from the acid plant.(13) The outfall sump discharges through an NPDES

regulated ocean diffuser offshore in the Pacific Ocean west of the refinery.

Date of Startup: Unknown.

Date of Closure: This is an active unit.(13)

Wastes Managed: The outfall sump receives effluent from the IAF unit and once

through brine water from the acid plant. No chemical analysis data were
avallable to determine the presence or concentration of hazardous constituents
" in the sump effluent. However, NPDES discharge from this unit seté limits
and/or requirés monitoring for chromium, ammonia, oil and grease, phenol,

sulfides, and TOC.(15)

Release Controls: The sump is not lined. It 1s surrounded by low coral berms

about 1 to 1.5 feet in hedght., The sump, along with the other ponds in the
waste water treatment system 1s monitored using five groundwater monitoring

wells (13, 14, 15, 16, 17). The location of these wells is shown in Figure 2.

History of Releases: ' There 'is no file evidence of release from this unit.

There were no visible signs of overflow from the unit during the VSI.(13)

4.10.2 Conclusions

Groundwater Release Potentilal: If hazardous constituents are present in the

effluent in the sump, there is potential for releases to soil and groundwater

from this unlined unit.
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Surface Water Release Potential: Releases to surface water from this unit are

regulated under NPDES permit. There is no apparent potential for unregulated

releases to surface water.

Air Release Potehtial: Due to the open construction of the sump there may be

potential for releases to air if hazardous constituents are present.

Subsurface Gas Release Potential: Due to the nature of the wastes in this

unit, there is no potential for subsurface gas generation.
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4,11 INDUCED AIR FLOTATION UNIT

4.11.1 Information Summary

Unit Description: The induced air flotation (IAF) unit is located in the

southwest corner of the refinery approximately 100 feet inland from the
Pacific Ocean. The unit sits on a concrete pad, is about 40 ft long, 10 ft
wide and 8 ft deep. The walls and roof of the unit are also constructed of
concrete and appear to be in good condition.(l3). The base of the unilt sits at
about 6 feet above ground level to take advantage of gravity feed into the IAF
pond (Unit 4.11), to which solids from the IAF unit are discharged.(13)

Effluent from the impounding basin (Unit 4.9) 1s pumped to the IAF unit.
Flocculating chemicals are added at the transfer pump. Treated IAF effluent
is withdrawn‘and pumped to the outfall sump. A fraction of this effluent is
recycled back to the IAF unit and discharged through spray nozzles at the top
of the unit to aerate the liquid. Paddles continuously skim the float from

the unit and discharge it to the IAF pond (Unit 4.11) for dewatering.

The érimary function of this IAF unit is to remove algae from impounding basin
effluent to enable Chevron to meet the total suspended solids limit in the
facility's NPDES permit. According to Chevron, the IAF unit is exempt from
RCRA regulation since it meets the definition of a tank and it is part of an
Effluent Water Treatment System regulated under Section 402 of the Clean Water

Act.(12)

Date of Startup: The IAF unit was put into service in about 1980.(13)

Date. of Closure: This is an active unit.(8,13)

Wastes Managed: The IAF unit receives Oxidation Pond 2/3 effluent, settling

basin effluent, and cooling tower blowdown which have undergone settling in
the impounding basin.(8,9) Analyses of IAF sludges have shown that there is

some benzene and toluene in the IAF float.(9)

Release Controls: According to Chevron, the unilt 1is inspected regularly to

ensure proper operational condition.(12)
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History of Releases: There are no visible signs of spills or leaks at this

unit. No evidence of hydrocarbons in the water in this unit could be detected

by sight or smell during the VSI.(13)

4.11.2 Conclusions

Groundwater Release Potential: There are no signs of leaks or spills and no

record of past releases from the IAF unit. Therefore, the potential for

groundwater release is low.

Surface Water Release Potential: Due to the nature of this unit the potential

for surface water release 1is minimal.

Air Release Potential: Analyses of IAF float material showed the presence of

benzene and toluene. Although these volatile components are constituents of
wastes in the unit, it is likely that they are bound to organic solids and not

available for volatilization.

Subsurface Gas Release Potential: This unit 1is constructed entirely above

ground, so there is no potential for subsurface gas generation.
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4.12 INDUCED AIR FLOTATION POND

4.12.1 Information Summary

Unit Description: The RCRA regulated ITAF pond is located at the southwest

corner of the refinery immédiately north of the IAF unit and adjacent to the
south ocean pond. It is 11 ft wide by 52 ft long and 6 ft high.(7) The pond
is not lined. The pond bottom sits approximate}y at grade and the dikes are
of coral construction. The pond 1is equipped with an overflow gate to the
south ocean pond (Unit 4.22). Pond levels during the VSI, which occurred
after a heavy rain, were within two to three inches of the overflow gate.
Green scum was visible below the overflow trough on the south ocean pond side
of the dike, indicating potential seepage.(13) The west half of the pond was
covered with a green scum with a strong biological odor. The western exterior
dike wall showed signs of erosion. Chevron has intends to close the pond as

soon as the refinery's RCRA permit is approved.(13)

Date of Startup: The unit was placed in service in about 1980.(13)

Date of Closure: This is an active unit, although Chevron intends to close it

as soon as it receives 1its RCRA permit.(7,13)

Wastes Managed: The IAF pond receives float from the IAF unit and partially

dewaters it. Results of analyses on the IAF float are shown in Table 1.(9)
Decanted effluent is directed into the impounding basin.(8) Pond float and
sludges are manually removed and hauled to the land treatment unit (Unit 4.1).

Chevron uses a backhoe to dredge the pond about four times per yea;.(lB)

Release Controls: According to Chevron, pond levels are checked daily to

ensure that two feet of freeboard are maintained at all times. However,
during the VSI, there was less than one foot of freeboard.(12,13) The pond is
equipped with an overflow gate to the south ocean pond.(13)

History of Releases: No visible signs of pond overflows were noted during the

VSI. Scum on the south ocean pond side of the dike indicated potential

seepage from the TAF unit.
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4.12.2 Conclusiorns

Groundwater Release Potentlal: Groundwater releases from this unit are

regulated under RCRA authofity. However, there is no groundwater monitoring
well downgradient of this unit. The IAF float contains small concentrations
of seven Appendix VIII metals, benzene, and toluene. Due to the lack of a
liner in the pond, there is a potential for release to soil and groundwater
from this unit. Metal constituents may be attenuated by carbonates in the
underlying coral substraté. It is likely that the organic constituents are
present in association with biological solids, making them less available for

migration.

Surface Water Release Potential: The pond is equipped with an overflow gate

to the south ocean pond, so release to surface water by overflow is considered
unlikely. Pond dikes were eroded on the west side of the pond and possible
seepage around the overflow gate connecting it with the south ocean pond was
visible during the VSI, so there may be potential for release through seepage

through the dikes or from dike failure.

Air Release Potential: The IAF float which is discharged to the pond contains

0.2 ppm benzene, 0.5 ppm toluene, and 1 ppm carbon disulfide, indicating there
may be potential for release of these volatile organic chemicals via air. If
these constituents are bound up in biological solids, as is likely, they will
be less likely to volatilize.

Subsurface Gas Release Potential: Due to the above ground comstruction of

this unit, there is no potential for subsurface gas generation.
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4.13 - DRUM STORAGE AREA

4.13.1 Information Summary

Unit Description: The drum storage area is located east of the north ocean

pond. It is located on flat bare ground and covers an area of about 50 by 100
feet, During the VSI, which was conducted following a heavy rain, there was
considerable ponding of water in the area.(7,13) Some drums are stored on
pallets, but not all.(13) The area is used mostly for empty drum storage,
although a few drums containing products were also observed in the storage
area.(13) The length of time the drums have stored here is not known. Many

of the drums were rusty and in poor condition.(13)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(7)

Wastes Managed: Wastes observed in this area during the VSI included empty

lubricating oil and chemical drums which are being accumulated until they are
shipped off-site for recycling. The area also contained some nearly full,
open—topped product drums, some containing bleach and others containing a fine
whitish crystalline substance, one labeled "Nalco,” the other labeled "W.R.
Grace Additive.” Qther than the manufacturer's name, the labels were not
legible on these drums. Other empty drums were labeled as having contained
methanol, acetone, Chlorethene (1,l,l-trichloroethylene), and propylene

dichloride.(13)

‘Release Controls: There are no release controls in the drum area. Drums are

stored on bare ground. Precipitation ponds in this area and does not

runoff .(13)

History of Releases: A 1986 RCRA TSD investigation noted chemical stains on

the ground next to rows of drums in the storage area.(ll) During the VSI some
red stained soil was noted in the area, there was also a red oily substances
floating on ponded water around some of the drums. One area of ground near an
open~topped drum containing two to three inches of 01l was stained with

0il.(13) The stained area measured approximately 2 by 3 ft.(13)
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4.13.2 Conclusions

Groundwater Release Potential: Staining of soil in . the drum storage area

indicates that releases of hazardous constituents to soil may have occurred,

and that there is also potential for pést and ongoing release to groundwater.

Surface Water Release Potential: The drum storage area 1s located in a flat

area about 100 yards from the Pacific Ocean. However, drainage patterns. in

the vicinity did not indicate that any runoff would enter surface water.

Air Release Potential:  There is potential for ongoing air releases in the

drum storage area from open drums and from leaks in drums which may contain

small amounts of chemicals.

Subsurface Gas Release Potential: Although this unit 1is located entirely

above ground, 1leaking drums which may contain TCE may cause a potential for

subsurface gas generation.
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4.14 FLARE OILY BASIN -

4.14.1 Information Summary

Unit Description: The flare oily basin, a RCRA regulated unit, has 0.24

acres in surface area.(9) It has approximate dimensions of 40 ft by 150 ft.
The exact depth of ihe unit could not be determined during the VSI or from
biueprints provided by Chevron. Six foot dikes surrounding the basin are
constructed of crushed coral. The basin is not lined. It is located east of

the flare lime basin.(13)

Date of Startup: The exact date of startup is unknown. It 1is estimated that

the basin was put into service sometime in the early 1970's.(13)

Date of Closure: According to a December, 1985 inspection and to Chevron,

this unit is no longer in uée and will undergo closure.(10,13) During the
V81, Chevron personnel stated that the basin is no longer used on a regular

basis, however it did receive some API sludge at one time during 1986.(13)

Wastes Managed: - This basin receives oily skimmings from the oxidation ponds

and other oily wastes, such as oil spill materiai.(2,9) API separator sludge
may also have been placed in the basin.(9) Analysis of sludge from the flare
olly basin detected toluene at 2 ppm, chrysene at 20 ppm, and fluorene at 20
ppm. Appendix VIII metals were below Total Threshold Limit Concentrations

(TTLC) .(9) Results of analyses are shown in Table 1.(9)

Release Controls: The basin is constructed only of compacted coral dikes and

-1s unlined. It is equipped with an overflow pipe connected to the impounding
basin.(13) This basin, along with the other ponds in the waste water treat-
ment system 1s monitored using five groundwater monjitoring wells (13, 14, 15,

16, 17). The location of these wells is shown in Figure 2.

History of Releases: It is unknown whether releases have occurred from this

unit. . .
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4.14.2. Conclusions - -

Groundwater Rélease Potential: Releases to groundwater from this unit are

regulated under RCRA authority. There s potential for past and ongoing

release. of hazardous constituents from this unit due to the unlined construc-—

tion of the pond and the presence of hazardous constituents in wastes which

have been placed in the basin.

Surface Water Release ‘Potential: There was no visual evidence of overflow at

L o Ry .
the basin. Potential for releases to surface water 1s low.

Air Release Potential: There is potential for air release from this unit due

to the presence of wastes with volatile constituents.

Subsurface Gas Release Potential: Due to the above ground construction of

this unit, there is no potential for subsurface gas generation.
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4.15.1 Information Summary

Unit Description: The Basin is located east of the API separator and south of

the cooling tower, and measures 110 ft by 80 ft with a capacity of 350,000
gallons.(7) The exact depth of the basin could not be verified during the
VSI, but Chevron pérébnnel estimate its depth at about 12 feet, making it
partially above grade and partially below grade. It is surrounded by 6 foot
dikes of crushed coral. It is not a RCRA regulated unit.(2) During the VSI
the basin contained an estimated 12 feet of dry lime solids with no standing
1iqui&é and no evidence(of seepage in the dikes.(13) When the sludge fills
the basin) it is cleaned out be an outside conttactor. The exact date of the
last cleanout 1is not known.(13) Lime sludges are then. sent to a municipal

Iandfill for disposal.

Date of Startup: The basin is believed to have been put into operation when

the refinery was started up in 1960.(13)

Date of Closure: The basin is an active unit.(7)

Wastes Managed: The basin is used to dry alkaline lime sludge that has been

removed from the acid/amine/boiler blowdown neutralization ponds.(2) It is

unknown whether the lime contains hazardous constituents.

Release Controls: The basin is surrounded by six foot coral dikes. It is not

lined.(13)

‘History of Releases: A 1986 RCRA TSD investigation noted that the basin was

leaking along the side of its dike. No samples were taken during this
inspection.(11) No evidence of overflow or seepage was noted during the

VSI.(13)

4.15.2 Conclusions

Groundwater Release Potential: It is unknown if there are leachable hazardous

constituents in the lime sludge. If so, there may be potential for releases

to groundwater from this unlined unit.
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Surface Water Release Potential: There were 'no signs of overflow from this

unit during the VSI. The potential for releases to surface water is consi-

dered low.

Air Release Potential: The basin was dry at ﬁhe time of the VSI. 1If any

‘hazardous constituents are present in the lime, there may be potential for air

releases via windborne particulates.

Subsurface Gas Release Potential: Due to the nature of this unit and the

inorganic nature of the wastes it receives, there 1s no potential for

subsurface gas generation.
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4.16 LANDFILL. A

4.16.1 Information Summary

Unit Description: Landfill A is located south of the liquefied petroleum gas

area. Its exact dimensions and capacity were stated to be unknown in the
facility's SWMU response letter.(7) As observed during the VSI, the landfill
is in a grassy area where water was ponded due to recent heavy rains. No

wastes were visible on the ground surface.(13)

Date of Startup: Unknown.

Date of Closure: The landfill was taken out of service and the area regraded

in 1984 ground surface.(7)

Wastes Managed: Wastes placed in the landfill included fluid catalytic

cracker catalyst fines (regenerated), clay treater spent clay, and lime
blowdown from freshwater treating at the refinery.(7) The catalyst fines
contain arsenic, barium, beryllium, trivalent chromium, lead (including
organic lead), nickel, silver, and vanadium.(9) According to Chevron, the
catalyst fines do not exhibit EP Toxicity characteristics. The jet filter
clay contains these constituents and also cadmium and mercury. Both the
catalyst fines and the jet filter clay contain some Appendix VIII volatile and
semivolatile organic constituents. Results of chemical analyses of these

wastes are shown in Table 1.(9)

Release Controls: There are no known release controls associlated with this

landfill.

History of Releases: There is no file evidence of release from this unit.

Water was ponded on the surface of the landfilled area during the VSI.

4.,16.2 Conclusions

Groundwater Release Potential: There is potential for past and ongoing

release of hazardous constituents to groundwater from this unit due to the

presence of Appendix VIII constituents in wastes placed in this area.
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"Surface Water Release Potentlal: Wastes have been covered and the landfill is

located in a flat area of the refinery with no discernible runoff. Therefore,
potential for release to surface water is believed low. Wastes were placed

below grade, so potential for past release to surface water is low.

Air Release Potential: Wastes have been covered, therefore there is no

potential for ongoing air releases. There was a potential for releases to air

of volatile and nonvolatile constituents before the landfill was covered.

Subsurface Gas Release Potentlal: Although the unit is not known to have

received putrescible organlc wastes, it 1s likely that hydrocarbons contained
in the jet fuel filter clay may break down. This may cause the generation of
subsurface gases, including methane and some volatile Appeadix VIII consti-

tuents.
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4.17 LANDFILL B

4.17.1 Information Summary

Unit Description: Landfill B is located in the northwest section of the plant

property east of the. tank farms and in a clearing about one acre in size
surrounded by kiawe brush. Although it had been described as a landfill by

Chevron, it is more accurately described as a wastepile.(7)

Date of Startup: 1978.(7)

Date of Closure: \No disposal has taken place in this area since 1982.(7)

Wastes Managed: Landfill B was used to dispose of various materials,

including trees cleared from the site, asphalt and dirt from asphalt spill
cleanup, and an asphalt roof which was damaged during a 1981 hurricane.(7,13)
No solid wastes containing hazardous constituents are known to have been

disposed in this unit.

Release Controls: There are no release controls associated with this unit.

History of Releases: No solid wastes containing hazardous constituents are

known to have been disposed in this area; therefore, no releases have occurred

from this unit.

4.17.2 Conclusions

Groundwater Release Potential: No hazardous constituents were disposed in

this area. Wastes consist of wood and building debris. There is no potential

for releases of hazardous constituents to groundwater.

Surface Water Release Potential: There are no hazardous constituents
associated with this landfill, so there is no potential for releases to

surface water.

Air Release Potential: There are no hazardous constituents in this unit,

therefore there is no potential for releases of hazardous constituents to air.
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Subsurface Gas Release Potential: All wastes disposed in this area are above

ground, and no ﬁutréScible wastes were placed here. There 1s no potential for

subsurface gas generation from this unit.
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4.18 INACTIVE CLAY DEWATERING IMPOUNDMENT

4.18.1 Infp;magion Sutimary

Unit Description: This impoundment measuréd 45 £t x 80 ft, and was located

west of the crude distillation unit and the clay dewatering basin. It had a
capacity of about 50,000 gallons.(7) No other information is available on its
construction is available. The area as observed during the VSI is a grassy

field with no sign of waste disposal.(13)

Date of Startup: Unknown.

Date of Closute: The clay and some surrounding soil wete removed in 1982.(7)
It is not known if sampling criteria were used for soil removal during the

impoundment closure.

Wastes  Managed: Spent jet fuel filter clay was dewatered and weathered at

this site a few times prior to 1980.(7) The clay contains some Appendix VIII
metals and tolueme has been detected in spent clay samples. Results of

chemical analyses of these wastes is presented in 'Table 1.(9)

Release Controls: No known release controls existed for this unit.

History of Releases: The facility does not report any releases from this unit.

4.18.2 Conclusions

Groundwater Release Potential: Releases to so0il and groundwater may have
;céurred‘while the impoundment was in use. Wastes and some soll were removed
in 1982, reducing but not eliminating the potential for ongoing releases to
groundwater. Héwever, it Is not known if the waste and soil removal was
extensive enough to‘remove all contaminated material. No sign of releases to

soil were visible in the impoundment area during the VSI.

Surface Water Rgleaée Poﬁéntial: The impoundment was located in an area with

flat topography, making it unlikely that releases to surface water have

occurred. There is no ongoing potential for release to surface water.
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Air Release Potential: There is_a potential for past air releases from this

unit due to the presence of toluene. Since the clay wastes and some soil have

been removed, the potential for ongoing releases to air are considered low.

Subsurface Gas Release Potential: If wastes in this unit were to break down

under anaerobic conditions, methane may be generated. If this occurs, the
methane may serve as a carrier for volatile organic constituents contained in

the jet fuel filter clay.
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.19 SEWER'SLUBGE -IMPOUNDMENT "' -

4.19.1 ;InfotuationASUmmany'

WUnLt{BeSQ:Lption:u The sewer sludge impoundment was located south of the clay

<dewatering impoundment. ICS dimensions were 100 ft by 60 ft, with a capac1ty
.0f.100,000 gallons.(7) The. ‘area has been filled and | regraded té ground
leVel“(i§) The\impoundmentwnow appears as a sandy,area.(l})

5

" Date.of Startuor Uhknobn;““

Date of Closure: Sludge and some soil were removed to thevland treatment unit

*fﬁnd'the ated”wethnen regraded in 1982.(7) It is unknown what criteria were

ased for removal of’ 50115 during the lmpoundment 8 closure.

Wastes Managed: Wastes placed in this impéundnent included amine column and

vessel sludges and wash water.(7) No known .. - hazardous constituents

were present in ‘the wastes placed here.

Release Controls.. It is unknown whether release controls exist for this unit.

P

N-'However, it is unlikely that the impoundment was lined. .

‘ -

- Bistory of geieasegg There ig'no file evidence of telease from this unit. No

_evidence o@?teleese was observed during the VSI.' '

. -
PSR i L vy

4.19.2 Conclusions .

" Groundwater Release Potential: ‘Wastes in. this unit are not believed: to have

* contdined hézardous‘constituents, ‘therefore there is ‘no potential for past or

‘ongoing- releases to soil or groundwater.

& 1
ut
RN

" Surface ' Watet Ré&eaSe'Potential' ‘There 1is no potential. for past -or ongoing

Areleases to surface water from thlS unit.

I Twd "y ) . ¥ 3 . ) i I I
- . .

Air Release Potentiei' There is no potential for past or ongoxng releases to

.air cannot be determined.

e

hSubsurface Gas Release Potential'* Due. to the- fact thls unit ~was an’ impound-

ment there 1s no: potentlal for generation of subSUrface gases.
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4.20 AMINE WASHWATER, IMPOUNDMENT

4.20.1 Information Summary

Unit Description: The .impoundment measured 100 ft by 60 ft and had a capacity

of 100,000 gallons.(7) It was located north of the amine plant, in the
southwest quadrant of the refinery.(7,13) It was filled and regraded after
its clesure in 1982.(7,13) The amine washwater ' impoundment was used only
during amine plant turnaround under supervision of‘refinery personnel.(7) It
now appears as an area of bare ground adjacent to the amine plant.(13) No

construction details were available to further des¢ribe the impoundment.

Date of Startup: The 1impoundment was used for approximately 10 years during

the 1970"s.

Date of Closure: This unit was closed and waste material and some soll were

removed to the land treatment unit (Unit 4.1) in 1982.(7)

Wastes Managed: This impoundment was only used when the amine plant was

shutdown for maintenance and cleaning activities. During ‘cleaning, the amine
regeneration tower was rinsed with water. Most of this washwater was pumped
to the foul water tanks (Unit 4.27) for treatment in the wastewater treating
system. The final rinsewater was sent to the amine washwater impoundment
which acted as an evaporation/percolation pond. Given the operation of the
amine plant and these water disposition practices, the impoundment probably
contained trace amounts of‘sulfur compounds and amine solutions.(13) It is

not likely that the wastes contain hazardous constituents.

Relgaaé‘COQtrolg: The impoundment is not believed to have been lined. It is

~unknown 1if any release controls existed for the impoundment.

History of Releases: There is no file evidence of release nor were visible

signs of any prior releases from this impoundment observed during the VSI.(13)

4.,20.2 Conclusions,

Groundwater Release Potential: No hazardous constituents are believed to have

been disposed here, therefore there is no potential for releases to soil or

groundwater.
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Surface Water Release Potential: No hazardous constituents are believed to

have been disposed here, therefore there 1is no potential for releases to

surface water.

Air Release Potential: There is no potential for past or ongoing releases to

air.

Subsurface Gas Release Potential: Due to the nature of the unit and the

wastes it received, there is no potential for subsurface gas generation.
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4.21 LPG AREA COOLING WATER POND

4.21.1 Information Summary

Unit Description: The cooling water pond was located along the fence line at

the north end of the Chevron property., It had a capacity of about 1,200,000
gallons and measured 85 ft by 1,100 ft.(7) No other construction data was
available to describe the pohd. The area is now covered with grasses. During
the VSI, there was some rainwater ponding in the area, which is now a grassy
field. A few pieces of elemental sulfur was observed on the ground in this
general area. Chevron personnel suggested that it came from material used to

start up the acid plant.

Date of Startup: Unknown.

Date of Closure: The pond was taken out of service and regraded in 1982.(7)

Wastes Managed: Wastes in this pond included once-through brine cooling water

from the LPG refrigeration compressors.(7) This water has been discharged

through NPDES Cutfall 002 since 1980.(13) ©No chemical analyses of this

A cooling water were available. Chevron's NPDES permit requlres that TOC be

monitored in this discharge.

Release Controls: The pond was diked with crushed coral while in operation.

No other release controls are known to have existed for the pond.

History of Releases: No signs of releases from the pond were noted in the

pond area during the VSI.

4e21.2 Conclusions

Groundwater Release Potential: It is unknown if the cooling water contains

hazardous constituents. However, if any were present in the cooling water,
there may have been past releases to soil and groundwater due to the unlined
construction of the pond. Potential for ongoing releases from the pond cannot

be determined.
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Surface Water Release Potential: The potential for past releases to surface

water cannot be determined. There is no potential for ongoing releases to
surface water from this pond. Current discharges of the cooling water are

regulated under NPDES.

Air Release Potential: There is no potential for ongoing releases from this

unit. The potential for past releases from the pond cannot be determined.

Subsurface Gas Release Potential: Due to the general nature of the

wastewaters placed in this unit, i.e. brine water, there is no potential for

subsurface gas generation.
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4.22 SOUTH OCEAN’POND.

4.22.1 Information Summary

Unit Description: The south ocean pond is located along the west fence line

at the south end of the refinery. It measures 90 ft by 240 ft and has a
capacity of 900,000 gallons.(7) The pond is constructed above grade and is
unlined. Its approximate depth is six to eight feet and it is surrounded by
crushed coral dikes about six feet in height. During the VSI, the pond
contained one to two feet of liquid, leaving four to five feet of freeboard.
Oily staining of the interlor dike walls was noted during the VSI. The
staining came to within 1.5 ft of the top of the pond dike, indicating that
tﬁe level of the water in the pond may have exceeded two feet of freeboard in

the past.(13)

Date of Startup: The pond is estimated to have been put into service in about

1960.(13)

Date of Closure: The pond is an active unit.(13)

Wastes Managed: The pond 1is used during heavy rains to temporarily hold storm

water which enters the pond via the north ocean pond overflow trough.{13) The
water is held until 1t can be routed back to the wastewater treatment system
during. lower flows.(7) The pond can also receive overfléw from the IAF pond
{(Unit 4.12).(13) These wastewaters are expected to contain hazardous

constituents, including benzene, phenols, naphthalene, and possibly metals.

Release Controls: The pond has dikes of crushed coral about 6 feet in height.

During the VSI, dikes appeared eroded, particularly on the west side. At the
time of the VSI, there were between 4 and 5 feet of freeboard in the pond.(13)

History of Releases: There is no file evidence of release from this unit.

Staining of interior dike walls observed during the VSI suggest releases to

soil.

4.22.2 Conclusions

Groundwater Release Potential: Potential exists for releases to soil and

groundwater from this unit due to the presence of hydrocarbons which have
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stained the interior dike wall. The oily staining suggests that hazardous

constituents may be present and available for migration to the groundwater.

Surface' Water Release Potential: Dike erosion observed on the west side of

the pond indicate an ongoing potential for release to surface water. The

Pacific Ocean is less than 100 ft west of the pond.

Air Release Potential: ©Potential for air releases from this unit is believed

to be low.

Subsurface Gas Release Potential: Due to the nature of this unit and the

wastes 1t receives, there is no potential for subsurface gas generation.
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4.23 NORTH QCEAN POND

4.23.1 Information Summary

Unit Description: The north ocean pond is located east of the acid plant

along the west fenceline of the refinery. It is constructed above grade and
measures 90 ft by 970 ft by approximately 6 ft deep and holds 3,500,000
gallons.(7) It is connected to the south ocean pond by a gravity overflow
pipe.(13) During the VSI the pond contained one to two feet of liquid. There
was olly stalning of the inside of the dike walls and erosion of tﬁe exterior

west dike wall.(13)

Date of Startup: The estimated date of startup is around 1960.(13)

Date of Closure: Thé pond is an active unit.(7)

Wastes Managed: The pond serves the same function as the south ocean pond,
holding storm water runoff during periods of high rainfall until the water can
be routed back into the wastewater treatment system during periods of lower
flow.{(7) The sﬁorm water is expected to contain hazardous constituents
typical of o0ily wastes including benzene, toluene, naphthalene, phenols,

metals and other compounds.

Release Controls: The pond is diked with crushed coral. Dikes are about 6

feet in height.

History of Releases: There was no evidence of pond overflow during the
VSI. Water in puddles outside the west dike of the pond appeared slightly

gray, a discoloration which could indicate seepage from the pond.(13)

4.23.2 Conclusions

Groundwater Release Potential: 0ily staining of interior pond walls indicates

the potential for migration of any hazardous constituents to groundwater.

Surface Water Release Potential: Eroded dikes and discoloration of puddles

outside the dike show potential for releases to surface water from this unit.
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Air Release Potential: The pond contains some oily material. There is a

potential for air releases from evaporation of wvolatile and semivolatile

components in the pond.

Subsurface Gas Release Potential: Due to the nature of this unit and the

nature of the wastes 1t receives, there 1s no potential for generation of

subsurface gas.
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4.24 WASTE PILE A

4.24,1 Information‘Shmmary

Unit Description: Waste Bile A 1s located west of Landfill B and east of the

tank farm at the northwest corner of the property. The dimensions and
éapacity of the waste pilé are described by the facility as “unknown™ in its
SWMU response letter.(7) During the VSI black and blue catalyst pellets were
observed on the ground in, the area. The area apparently occupled by the waste
pile has dimensions of about 15 by 40 feet along one of the refinery roads.
It is located at thevedge of a stand of kiawe trees, and is on bare ground.

There was also a green substance coating some rocksuand soil in low lying

areas. (13)

Date of Startup: Unkndwﬁq‘

Date of Closure: Wastes in the waste pile were reportedly removed and dis-

posed off-site in 1984.(7)

Wastes Managed: The waste pile received catalyst fines.(7) Results of

analyses of catalyst fines submitted by Chevron in a 1985 Part B revision
showed the catalyst to contain arsenic, barium; beryllium, chromium, lead,
nickel, silver, and vanadium.(9) ' However, according to Chevron, the catalyst

does not show EP Toxicity characteristics.

Release Controls: No release controls are known to have been used in this

area.

History of Releases: Catal&st fines still remain in the waste pile area.

4.24.2 Conclusions

Groundwater Release Potential: According to Chevron, the catalyst fines do

not exhibit EP Toxicity. Since metals in the cat@lysts are not highly
leachable, the potential for releases to soil and groundwater are low. The
composition of the green material is not known, so potential for release to

groundwater from this material cannot be determined at this time.
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Surface Water Release Potential: Due to the site topography, there

potential that any runoff containing possible hazardous constituents

area would reach surface water.

Alr Release Potential: The catalyst fines are of sufficient pellet
the would not be easily distributed by wind. The potential for

ongoing air releases from the green material cannot be determined.

Subsurface Gas Release Potential: No wastes were buried in this

there is no potential for subsurface gas generation.

59

is little

from this

size that

past and

area,

80



4.25 WASTE PILE B

4.25.1 Information Summary

Unit Description: Waste Pile B was located in the area currently occupied by

the land treatment unit (Unit 4.1). 1In its SWMU response letter, Chevron has
described the dimensions and capacity of the waste pile as being unknown.(7)

No additional information on this unit was obtained during the VSI.

Date of Startup: Unknown.

Date of Closure: Chevron reports that it removed the materials from the waste

pile in 1979, prior to the area's conversion to a land treatment unit.(7)

Wastes Managed: There are no records of waste types and quantities which may

have been placed in the waste pile. However, according to Chevron, employees
have indicated that wastes 1included refinery catalysts of unspecified
composition, asphalt :cleanup wmaterials, and refinery rubbish including
refractory, scrap iron, and possibly other materials.(7) The refinery
catalysts contain various metéls, but do not exhibit EP Toxicity

characteristics.

Release Controls: No known release controls were associated with Waste Pile B.

History of Releases: It is unknown 1if any releases may have occurred from

this unit.

4.25+2 Conclusions

Groundwater Release Potential: If wastes containing hazardous constituents

were placed in this unit, releases to soil and possibly groundwater may have
occurred in the past. The wastes have been removed and the area reconstructed
into the land treatment "unit, so there is no ongoing potential for releases to

groundwater from this unit.

Surface Water Release Potential: Runoff from this area follows a small drain-

age .ditch which empties into the Pacific Ocean to the west. There 1is no

ongolng potential for releases to surface water from this unit, since the
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waste pile has been removed and replaced with the land treatment unit. If any
leachable hazardous materials were among the wastes placed in the waste pile,

past releases to surface water may have occurred.

Air Release Potential: There is no potential for releases to air from the

waste pille as all wastes have been removed and the area covered by the land

treatment unit. The potential for past air releases cannot be determined.

Subsurface Gas Release Potential: The waste pille was placed above ground, so

there is no potential, past or present, for generation of subsurface gas.
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4.26 WASTE PILE C

4.,26.1 Information Summary

Unit Description: Waste Pile C is located north of the north ocean pond near
the west fence line. It has dimensions of about 600 ft by 90 ft by about 6 ft
in height.(7,13)

Date of Startup: Unknown.

Date of Closure: This 1s an active unit.

Wastes Managed: The area has been used to dry dewatered lime blowdown and

sludge from the flare lime basin and spent filter clay from the clay dewater-
ing basin. The waste pile also received fluid catalytic cracker catalyst and
unspecified "non-hazardous”™ pond sludges prior to 1982.{(7) During the VSI it
was observed that lime makes up the majority of the material in the waste
pile, there are small amounts of catalyst and some pieces of tar in the waste
pile area. There is also some spent jet filter clay in the Waste Pile.(l13)
It is unknown  whether the lime contains hazardous constituents. The filter
clay contains metals and some Appendix VIII organic constituenﬁs. The
catalyst fines contain metals, but according to Chevron do not exhibit EP

Toxicity characteristics.

Release Controls: There are no release controls for this unit. However, it

does rest on flat ground with no apparent runoff towards the sea. There is a
low embankment separating the wastepile from the riprap sea wall which lies to

the west.{13)

History of Releases: There are no reported releases from this unit. The

wastes are in direct contact with the ground, so hazardous constituents

present could be released to soill or groundwater.(13)

4.26.2 Conclusions

Groundwater Release Potentidal: I1f leachable hazardous constituents are

present in wastes in this unit, there 1s potential for past and ongoing

releases to soil and groundwater.
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Surface Water Release Potential: Due to the topography of the area, there is

little potential for past and ongoing releases to surface water.

Air Release Potential: There 1s some potential for releases to air of

hazardous constituents via windborne particulates.

Subsurface Gas Release Potential: If anaerobic conditions occur in the pile,

the decomposition of hydrocarbons may result in the generation of methane.
The methane may then serve as a carrier for the volatile organic constituents

in the jet fuel filter clay.
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4.27 FOUL/SOUR WATER TANKS 303 AND 304

4.27.1 Information Summary

Unit Description: Tanks 303 and 304 are located north of the API separator.

Each is constructed of steel, has a floating roof, and is 38 ft in diameter by
42 ft high and has a capacity of 335,000 gallons.(7)

Date of Startup: Unknown.

Date of Closure: These are active units.(7)

Wastes Managed: The tanks receive refinery foul water streams prior to

treatment at the foul water oxidizer. They serve as pretreatment units for
solids removal, emulsion settling, o0il skimming and to dilute streams with
high concentrations of codtaminants.(7) Constituents of wastewater treated in
the tanks include sulfides and ammonia.(7) It is unknown whether the

wastewater contains hazardous constituents.

Release Controls: The tanks rest on adjacent concrete pads. They are not

secondarily contained.(13)

History of Releases: There is no file evidence of release from these tanks.

No evidence of leakage or spills around either tank was observed during the

VSI.(13)

4.27.3 Conclusions

.Groundwater Release Potential: 'The tanks are in good condition and there is

no evidence of leakage or spills. There does not appear to be potential for

releases to groundwater at this time,

Surface Water Release Potential: Due to the condition of the tanks and the

wastes they contain, there does not appear to be potential for release at this

time.

Alr Release Potential: The tanks are equipped with floating roofs to prevent

formation of air space above the liquid inside. No potential for release of

air from the tanks is perceived at this time.
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Subsurface Gas Release Potential: Due to the nature of this unit and the

wastes they receive, there is no potential for generation of subsurface gases.
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4.28 FOUL WATER OXIDIZER

4.28.1 Information Summary

Unit Description: The foul water oxidizer 1is a wastewater treating unit

located on the south side of the boiler plant. The unit consists of two steel
towers: foul water oxidizer and ammonia stripper. Foul water, Chevron's name
for process wastewater, is mixed with air and enters the bottom of the foul
water oxidizer. The oxidizer is a steel tray tower six feet in diameter and
45 feet high.(7) The air/foul water stream exits the top of the oxidizer to a
flashdrum. Overhead from the flashdrum is 997 water vapor, and the remaining
1Z 1s carbon dioxide, sulfur dioxide, and nitrates. This vapor stream is
released to -the atmosphere via the carbon monoxide boiler stack. The 1liquid
stream from the bottom of the flashdrum is sent to the ammonia stripper for
ammonia removal. Effluent from the ammonia stripper 1s discharged to the
storm water sewer for additional treating in the wastewater treating system.
(7,13) The area around and below the unit is concrete paved. The condition
of the unit appeared to be good at the time of the VSI; there are no visible

signs of deterioration, rust spills or leaks.

Date of Startup: Unknown.

Date of Closure: This is an active unit.(7,13)

Wastes Managed: The oxidizer receives foul water from Tanks 303 and 304 (Unit

4.27). The water is heated and exposed to air to oxidize potentially reactive
compounds to non-reactive species prior to the waste stream being discharged
to the wastewater treatment system.(7) It 1s unknown i1f wastes managed in

this unit contain hazardous constituents.

Release Controls: The operation of this unit is controlled by instrumentation

pressure and temperature controllers.(l13)

History of Releases: There is no file evidence of release from this unit. No

visual signs of any spills or leaks at this unit were observed during the

VSI.(13) This unit operates continucusly with minimal downtime.(13)
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4.28.2 Conclusions

Groundwater Release Potential: Due to the construction and condition of this

unit, there 1is minimal potential for past or ongoing release to soil and

groundwater,

Surface Water Release Potential: Due to the construction and condition of

this unit, there is minimal potential for past and ongoing release to surface

water.

Air Release Potential: This unit releases water vapor, carbon dioxide, sulfur

dioxide and nitrogen via the carbon monoxide boiler stack. Due to the nature
of this unit's operation, the potential for release of hazardous constituents

to the air is very low.

Subsurface Gas Release Potential: Due to the nature of this unit, there is no

potential for subsurface gas release.
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4.29 WEAK ACID NEUTRALIZATION SUMP

4.29.1 Information Summary

Unit Description: The weak acid neutralization sump. s located west of the

strong acid neutralization sump. It 1s five feet in diameter and eight feet
deep. The sump 1s constructed of concrete with an acid-resistant brick

liner.(7) It 1s covered with pieces of wood.(13)

Date of Startup: The sump was constructed when the refinery began operation
in 1960.(13)

Date of Closure: This is an active unit.(7)

Wastes Managed: This unit recelves weak sulfuric acid from the Acid Plant.

Here it is mixed with caustic to neutralize it to a pH of between 2 and 12.5.
The neutralized effluent 1s discharged via the acid sewer to the neutraliza-
tion pond for secondary neutralization.(7) According to facility persoanel,

no accumulation of solids in the sump occurs.(13)

Release Controls: The sump 1s lined with acid-resistant brick. The integrity

of the liner could not be confirmed during the VSI.

History of Releases: There is no history of releases from this unit.

4,29.2 Conclusions

Groundwater Release Potentlal: Because the Iintegrity of the brick liner could

not be verified during the VSI, there is a potential for releases to soil and

groundwater.

Surface Water Release Potential: The sump 1s constructed below grade, and

does not show evidence of any overflow, therefore there is no potential for

releases to surface water.

Air Release Potential: The sump is covered, therefore, there is no potential

for releases to air.

Subsurface Gas Release Potential: There 1s no potential for generation of

subsurface gas in this unit.
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4.30 STRONG ACID NEUTRALIZATION SUMP

4.30.1 Information Summary

Unit Description: The strong acid neutralization sump is located on the south

side of thg sulfuric acid plant, east of the weak acid neutralization plant.
It is five feet in diameter and eight feet deep.(7) The sump has a concrete
cover.{13) It is believed to be lined with acid-resistant brick, although

this could not be confirmed during the VSI.

Date of Startup: The sump was reconstructed in 1984, although the original

sump structure 1s believed to have been in use since refinery startup in

1960.(13)

Date of Closure: This is an active unit.(7,13)

Wastes Managed: The sump receives acid spills from the acid plant, therefore

it only operates during upset conditions. Caustic is added at the sump to
adjust the pH to between 2 and 12.5. The neutralized solution is then pumped

to the neutralization basin.{13)

Release Controls: In the event of a spill, the spill will automatically drain

to the strong acid neutralization sump. An alarm sounds in the control room
on high level in the sump -and the sump pump automatically cuts in. The sump
has a concrete cover. The sump 1s located in the acid plant process block
which is continuously manned by process operators. The acid plant is sur-
rounded by a three inch curb to contain spills. The sump is believed to have
been lined with acid resistant brick. However, this could not be confirmed

during the VSI.

History of Releases: There were no visible signs of any prior releases from

this unit during the VSI, and the facility does not report any releases.(13)

4.30.2 Conclusions

Groundwater Release Potential: The condition of the sump prior to its recon-

struction in 1984 is unknown. If it was in deteriorated condition, it 1is

possible there may have been releases to soil and groundwater. Because the
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integrity of the sump could not be verified during the VSI, there 1is an

ongoing potential for release.

Surface Water Release Potential: The sump 1s below ground, and shows no

evidence of overflow, so potential for release to surface water 1is believed to

be low.

Air Release Potential: The sump 1s topped by -a concrete cover, so the

potential for air releases is very low.

Subsurface Gas Release Potential: There 1is no potential for generation of

subsurface gases in the sump.
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4.31 ALKYLATION PLANT NEUTRALIZATION SUMP

4.31.1 Information Summary

Unit Description: The sump is located on the west end of the alkylation and

isomerization plant. It measures 7 ft wide by 15 ft long by 7 ft deep. It is
constructed of concrete and has an acid-resistant brick liner.(7) It is
normally covered with a manhole cover. During the VSI, the brick visible near

the top of the sump appeared to be in good condition.(13)

Date of Startup: The sump was installed when the refinery began operation in

1960.(13)

Date of Closure: This is an active unit.(7)

Wastes Managed: The sump receives acid spills and washdown water from the
alkylation plant. Here they are mixed with caustic ‘and neutralized to a pH
between of 2 and 12.5. Sump effluent is discharged to the waste water
treatment system through the acid sewer.(7,13) It is not known if the wastes

in the sump contain hazardous constituents.,

Release Controls: The concrete sump is lined with acid-resistant brick.(7)

History of Releases: There is no file evidence of release from this unit. No

signs of wear or damage to the sump liner bricksAwefe observed during the VSI.

The integrity of the sump could not be fully verified during the VSI.

4.31.2 Conclusions

Groundwater Release Potential: Because the integrity of the sump could not be

verified in the VSI, there is a potential for release to soil and groundwater.

Surface Water Release Potential:  The sump is located below ground level and

is constructed to collect spills. There 1is no potential for releases to

surface water.

Air Reléase Potential: The sump is kept covered, therefore, the potential for

releases to air is low.
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Subsurface Gas Release Potential: There 1is no potential for generation of

subsurface gases in the sump.
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4.32 STORM WATER DRAINAGE\SWALE AND CULVERT

4.32.1 Information Summary

Unit Description: Storm water from the flare area, south of the wastewater

treatment system and the land treatment unit collects in a drainage swale,
flowing south of the impounding basin and discharging to the Pacific Ocean
south of the IAF unit.(8,13) The discharge is not authorized by NPDES,
despite the fact that it constitutes a Group 1 storm water discharge from

point source.(8)

Date of Startup: Unknown.

Date of Closure: This is an active unit.

Wastes Managed: The drainage swale collects stormwater from the south end of

the refinery.(13) The stormwater may contain hazardous constituents charac-
teristic of oily wastes, including benzene, toluene, naphthalene, metals and
other compounds. The swale also runs adjacent to Brewer Chemical at Chevron's
southern property boundary. Heavily discolored soil was observed along the
fenceline adjacent to the swale during the VSI, suggesting that runoff from
Brewer Chemical 1s entering the drainage swale prior to its discharge to the

ocearne.

Release Controls: There are no release controls associated with this unit.

History of Releases: The drainage swale discharges through a culvert to the

Pacific Ocean. It 1is not an NPDES authorized discharge.(8,13)

4,32.2 Conclusions

Groundwater Release Potential: Any hazardous constituents present in the

stormwater which flows through this drainage swale may be released to soil or

groundwater.

Surface Water Release Potential: Any hazardous constituents present in the

stormwater are discharged directly to the Pacific Ocean south of the IAF unit.

This is not an NPDES authorized discharge.
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Air Release Potential: There is potential for air releases from this unit due

to the likely presence of hazardous constituents in stormwater in the swale.

Subsurface Gas Release Potential: This is an above ground unit. There is no

potential for generation of subsurface gas.
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4.33 CLAY DEWATERING BASIN

4.33.1 Information Summary

Unit Description: The clay dewatering basin 1is located west of the crude

distillation unit and south of the clay filters. The basin is constructed of
reinforced concrete. The bottom of the basin slopes from ground level on the
south side to about 3.75 feet deep on the north side. Water flows down the
basin into a wastewater collection channel and drains to the oily sewer
system (Unit 4.35). A gravel filter and screen prevent any clay from entering
the cﬁannel‘ Dewatered clay i1s loaded into dump trucks and hauled to a
municipal landfill.(13) The basin is 29 ft wide by 40 £t long by 3.75 ft
deep.(7)

Two clay filters are located about 100 feet north of the dewatering basin.
Each filter has a clay dump line which runs from the base of the filter to
about the middle of the dewatering basin. To dump a load of clay, a series of
manually operated valves are opened and the clay flows by gravity from the
elevated filters to the dewatering basin. Clay is dumped every 6 to 12
months.(13) The clay dewatering basin was in use at the time of the visual
site inspection. There was approximately one foot of water in the wastewater

collection basin. This water was covered by a layer of oil.(13)

Date of Startup: It is estimated that this unit was installed at the time the

refinery was built in 1960.(13)

Date of Closure: This is an active unit.(7,13)

Wastes Managed: The basin receives spent clay from refinery clay treaters for

dewatering. The clay is used to treat jet fuel to improve color, eliminate
water and preferentially remove any olefins. Olefins are straight chain

hydrocarbons with one or more diene bonds.(7,13)

Release Controls: The basin is constructed of concrete with curbed side walls

to prevent releases. The basin is connected to the oily water sewer.
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History of Releases: There is no file evidence of release from this unit.

There were no visual signs of any previous spills or leaks at this unit

observed during the VSI.(13)

4.33.2 Conclusions

Groundwater Release Potential: The potential for past or ongoing soil or

groundwater release from this unit is considered low due to the construction .

and conditon o6f the unit.

Surface Water Release Potential: There were no signs of overflow from the

unit. It is located in an area with flat topography, therefore there is

little potential for releases to surface water.

Air Release Potential: There may be potential for past and ongoing air

releases from this unit from clay containing olefins.

Subsurface Gas Release Potential: Due to the construction of the unit and the

wastes it receives, there is no potential for subsurface gas gemeration.
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4.34 0IL RECOVERY BOX (AKA WASTE OIL BOX)

4.34,]1 Information Summary

Unit Description: The oil recovery box is iocated north of Tank 304. It is

constructed of reinforced concrete and is 10 ft wide by 42 ft long by 5 ft
high.{(7) The unit is built into the side of a small hill, the western wall is
completely exposed and'the.top of the eastern)wall is flush with the top of
the hill. There 1s a platform on the east side of the unit for personnel
access. 01l to be recovered is manually dumped or shoveled into the recovery
box. A steam coil inside the box heats the oll to liquify any solid materials
.and maintain a pumpable viscosity. An 0il recovery pump, located on the north
side of the box takes suctien near the bottom of the box and pumps it to the

0il recovery tanks.(13)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(7,13)

Wastes Managed: Wastes placed in this unit include recovered oil from spills

or cleanup of process systems. The box serves as a settling unit for solids
in the oily wastes. Solids are periodically removed and placed in the land
treatment unit (Unit 4.1).(7) These recoverable oils are expected to contain

Appendix VIII counstituents including arométic hydrocarbons.

Release (Controls: Materials can only be put into the oil recovery box

manually, therby providing operator'prevention of overtopping.(13)

History of Releases: There were signs of previous spills around this unit

observed during the VSI. The exposed western wall is about 25 percent covered
by hydrocarbon drips. The ground around the unit is dotted with hydroccarbon
stains and solidified heavy hydrocarbons. The o0il recovery pump and associ-
ated piping 1is heavily coated with oil. The pump sits on a metal grating
which is also heavily coated. This grating covers an opening which could not

be identified during the VSI, but which Chevron agreed to identify as soon as

possible.
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4.34.2 Conclusions

Groundwater Release Potential: Spills of oily material to soil around the

unit were observed during the VSI. There is potential for past and ongoing
releases of hazardous constituents to groundwater, based on evidence of spills

in this area during the VSI.

Surface Water Release Potential: This unit is located iﬁ an open drailnage

area which drains directly to the Pacific QOcean via the storm water swale and
culvert. There is a high potential for past and ongoing releases to surface

water, based on the evidence of spills in the VSI.

Air Release Potential: The unit has potential for past and ongoing air

releases from oily materials which are heated in this unit.

Subsurface Gas Release Potential: Although this unit is constructed above

ground, there 1s a potential for subsurface gas generation from spillage and

leakage of materials around the unit.
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4.35 OILY SEWER SYSTEM

4.35.1 Information Summary

Unit Description: The refinery is equipped with an o0ily sewer system.(7) The

sewer discharges 1into the API separator. The sewer system 1s constructed
primarily of carbon steel pipe. The integrity of the sewer system could not be
confirmed during the VSI.(8,13)

Date of Startup: The system was constructed along with the rest of the
refinery in 1960.(13)

Date of Closure: This is an active unit.(13)

Wastes Managed: The o0ily sewer system captures process wastewater from the

crude and product storage tanks, most of the process areas and the

laboratory.(8)

Release Controls: It is unknown whether release controls are associated with

this unit..

History of Releases: Chevron does not report any releases from this unit.

4,35.2 Conclusions

Groundwater Release Potential: The integrity of the sewer system could not be

confirmed during the VSI. If it 1is in poor condition, there 1s potential for

releases to soil and groundwater.

Surface Water Release Potential: The sewer system 1s constructed entirely

below ground level, therefore there is no potential for releases to surface

water.

Air Release Potential: The sewer system is below ground, therefore there is

little potential for releases to air.

Subsurface Gas Release Potential: There may be potential for generation of

hydrogen sulfide in the oily sewer.
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4.36 ACID SEWER SYSTEM

4.36.1. Information Summary

Unit Description: The acid sewer collects acid waste streams from process

areas within the plant and leads to the neutralization basin.(8) It is
constructed of vitrified clay pipe and CPVC pipe, an acid resistant synthetic
material.(13) The sewer is constructed entirely underground. The integrity of

the sewer could not be confirmed during the VSI.

Date of Startup: The sewer 1s believed to have been constructed along with

the rest of the refinery in 1960.(13)

Date of Closure: This is an active unit.{13)

Wastes Managed: An acid sewer collects corrosive waste streams such as spent

caustics from the alkylation plant, weak acid from the acid plant and boiler

blow down water.(8)

"Release Controls: It is unknown what release controls are associated with the

acid sewer.

History of Releases: Chevron has not reported any releases from this unit.

4.36.2 Conclusions

Groundwater Release Potential: The integrLty‘of the sewer could not be

detérmined. If the sewer 1is in poor condition, there 1s potential for

releases to soil and groundwater.

Surface Water Release Potential: The system 1is constructed underground,

therefore there is little potential for releases to surface water.

Alr Release Potential: The sewer 1is constructed underground, releases to air

are not considered likely.

Subsurface Gas Release Potential: There may be potential for generation of

hydrogen sulfide in the sewer.

80



4.37 STORM BAY AND STORM SEWER

4,37.1 Ioformation Summary

Unit Description: The storm bay is a large wet well equipped with pumps.‘ It

- is located east of the Acld plant. It is used to pump storm water from
various sections of the refinery to the north surge pond or to the north and
south ocean ponds.(8) During periods of heavy rainfall, stormwater runoff is
sent via the storm bay to the ocean ponds. 'When capacity becomes available in
the wascewatef treating system, the stormwater in the ocean ponds 1s pumped to

the north surge pond, again via the storm bay.

The storm bay is construgted of reinforced concrete and is approximately ten
feet square and 8 feetv‘deep. The stormwater sewer, which 1is constructed
primarily of clay pipe,discharges into the north end of the storm bay. Three
transfer pumps are on the south side. The three pumps are: (1) feed to the
north surge pond f2) transfer to the ocean ponds ahd (3) transfer to the oil

recovery tanks.

Discharge from the ocean ponds enters on the west side of the storm bay. A
steel underflow weir partitions off the western 25 percent of the sfomr bay
and collects any oil éntering from the ocean ponds. The o1l recovery pump
takes'suction from this partitioned area in the storm bay and pumps the oll to
the oil recovery tanks. During the visual site inspection this area was.

completely covered with oil and the oil recovery pump was not in operation.
A skimmer sits about one foot downstream of the stormwater sewer discharge.
The skimmer was heavily coated with hydrocarbons at the time of the visual

site inspection. The interior walls of the storm bay were oil stained.

Date of Startup: The storm bay is believed to have been constructed in 1961

with the rest of the refinery.(13)

Date of Closure: This is an active unit.(8,13)

Wastes Managed: The storm sewer and storm bay receive storm water runoff from

the refinery, containing various oily wastes. These oils are expected to
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contain hazardous constituents typical of complex hydrocarbons. The specific

chemical characteristics of the liquid in this unit have not been determined.

Release Contrels: During periods of high flow rate, stormwater is directed to

the ocean ponds.

History of Releases: There is no file evidence of release from this unit.

There were no visible signs of any leaks, spills, or overflows during the VSI.

4.37.2 Conclusions

Groundwatér kelease Potential: The integrity of the walls and base of the

storm bay and the storm sewer could not be verified during the VSI; therefore,

there is potential for soil and groundwater releases.

Surface Water Release Potential: The unit 1s constructed below grade, there

is little potential for release to surface water.

Air Release Potential: Past and ongoing air releases are a high potential at

this unit due to oily material which is present.

Subsurface Gas Release Potential: Due to the nature of this unit, there is no

potential for subsurface gas generation.
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5.0 CONCLUSIONS

A RCRA facility assessment (RFA) was performed to identify and assess solid
waste management units (SWMUs) and other areas of concern at the Chevron USA
Inc. Hawaiian Refinery at Barbers Point, Oahu, Hawaii. The RFA utilizes a
records review, data evaluation, interviews, and a visual site inspection to
evaluate the potential for releases of hazardous constituents to the environ-
ment from areas identified during the assessment. The Chevron refinery is
applying for a Part B operating permit for their land treatment unit, the IAF
pond, and the flare oily basin.

A total of 37 SWMUs were identified and evaluated at the Chevron Hawaiian
refinery in the course of this assessment. SWMUs identified include the

following:

Land Treatment Unit (Unit 4.1) (RCRA regulated)
Inactive Land Treatment Area {(Unit 4.2)

API Separator (Unit 4.3)

North Surge Pond (Unit 4.4)

South Surge Pond (Unit 4.5)

Oxidation Ponds (Unit 4.6)

Neutralization Basin (Unit 4.7)

Settling Basin (Unit 4.8)

Impounding Basin (Unit 4.9)

Qutfall Sump (Unit 4.10)

IAF Unit (Unit 4.11)

IAF Pond (Unit 4.12) (RCRA regulated)

Drum Storage Area (Unit 4.13)

Flare 0ily Basin (Unit 4.14) (RCRA regulated)
Flare Lime Basin (Unit 4.15)

Landfill A (Unit 4.16)
. Landfill B (Unit 4.17)

Inactive Clay Dewatering Impoundment (Unit 4.18)
Sewer Sludge Impoundment (Unit 4.19)

Amine Washwater Impoundment (Unit 4.20)

LPG Area Cooling Water Pond (Unit 4.21)

South Ocean Pond (Unit 4.22)

North Ocean Pond (Unit 4.23)

Waste Pile A (Unit 4.24)

Waste Pile B (Unit 4.25)

Waste Pile C (Unit 4.26)

Foul/Sour Water Tanks 303 and 304 (Unit 4.27)
Foul Water Oxidizer (Unit 4.28)

Weak Acid Neutralization Sump (Unit 4.29)
Strong Acid Neutralization Sump (Unit 4.30)
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Alkylation Platit Neutralization Sump (Unit 4.31)
Storm Water Drainage Swale and Culvert (Unit 4.32)
Clay Dewatering Basin (Unit 4.33)

0il Recovery Box (Unit 4.34)

01ly Sewer System (Unit 4.35)

Acid Sewer System (Unit 4.36)

Storm Bay and Storm Sewer (Unit 4.37)

©C OO0 0000

The inability of Chevron to collect unsaturated zone samples at the active

land treatment unit indicates the potential that lysimeters have been incor-

rectly placed or are inadequately monitored to determine whether releases are

occurring. Unsaturated zone monitoring is required under Subpart M, Part 264.

The units of primary ‘concern at the facility are the wastewater treatment
system ponds (Units 4.4-4.10, 4.12, 4.22, 4.23). HNone of the ponds is lined,
and analyses have shown Appendix VIII constituents in all the pond sludges.
The lack of liners and the porous nature of the soils at the facility make
migration of hazardous constituents to groundwater likely. Some of the ponds
were being operated with less than two feet of freeboard, increasing the
potential for overflow and possible release to surface water. The open
construction of the impoundments raises the possibility that releases to air

of hazardous counstituents may be occurring.

A second area of concern is the oll recovery box.(Unit 4.34), which is used
for recovery of oils from spills or process cleanup. There was spilled oil
and tarry material on the ground around the unit, indicating potential for

releases to groundwater, surface water, and to air.

The API separator (Unit 4.3) exhibits similar problems as the oil recovery
bok. The outer concrete of the separator is cracked, and 6ily material has
seeped through. The ground next to the unit on its east side is stained with
0il. There are also caked hydrocarbons oan the outside of the south wall of

the separatbr.

The stormwater drainage swale and culvert (Unit 4.32) is an unauthorized
discharge of stormwater to the ocean, in violation of NPDES regulations. This
unit, which Chevrén plans to eliminate by the end of 1986, appears to be, in

addition to collecting stormwater runoff from Chevron, collecting runoff from
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the Brewer Chemical property to the south, It may also have potential
releases of hazardous constituents to soil, groundwater, and air, in addition

to the surface water discharge.

The drum storage area (Unit 4.13), which contains ‘mostly empty drums, shows
signs of release to soil .and potentially to groun&water. Drums are stored on
bare ground. Many are rusted and deteriorated. There is stained soil around
some of the drums, and colored oily substance was observed to be floating on

some rain puddles in the drum storage area.

The flare oily basin, a RCRA regulated unit (Unit 4.14), has potential for air
and groundwater releases due to sludges with hazardous constituents which have
been placed in the unlined basin. This unit will be closed as soon as the

RCRA permit is approved.

Several SWMUs, including the LPG cooling water impoundment (Unit 4.21),
Landfill A (Unit 4.16), the clay dewatering impoundment {(Unit 4.18), Waste
Piles A and B (Units 4.24, 4.25), and the inactive land treatment unit (Unit
4,2%, are no- longer in use, but may have pdtential for releases to soil or
‘groundwater. Wastes ‘have beeﬁ removed frqm the impoundments and the inactive
land treatment unit, but insufficient data was available to determine whether

hazardous constituents may remain.

The clay dewatering basin (Unit 4.33) does not appear to pose a potential for
releases to soil, groundwater, or surface water, but may be releasing hazar-
dous constituents to air. Similarly, Waste Pile C (Unit 4.26) has potential

for release of hazardous constituents to air.

The sumps (Units 4.29-4.31) all have potential for release of hazardous
constituents to soil and groundwater, because the integrity of those units

could not be verified during the VSI.

The storm sewef (Unit 4.37), acid sewer (Unit 4.36), and oily sewer (Unit
4,35) were constructed below ground when the refinery was built in 1960.
Their integrity could not be verified during the VSI. The integrity of the

liners of the three neutralization sumps could not be verified during the VSI.
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The IAF unit (Unit 4.11), the foﬁl/soUr water tanks (Unit 4.27), foul water
oxidizer (Unit 4.28), Landfill B (Unit 4.17), the sewer sludge impoundment
(Unit 4.19), and amine washwater impoundment (Unit 4.20) do not appear to

present a potential for hazardous constituent releases at this time.
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Appendix 1

VISUAL SITE INSPECTION SUMMARY AND PHOTOGRAPHS




VISUAL SITE INSPECTION SUMMARY

A visual site inspection (VSI) of the Chevron U.S.A., Inc, Hawaiian Refinery
at Campbell Industrial Park on 0Oahu, Hawaii was conducted on November 12-13,
1986. The inspection was conducted by Leigh Starlin, Gwenn Caldwell, and
Stewart Sonnenfeldt. Ray Corey, Peter Rubenstein, and Hannibal Joma repre-
sented the U.S. Environmental Protection Agency. Daniel Chang, Les Segundo,
and Grace Marcos represented the Hawaiil Department of Health Noise and

Radiation Branch.

The inspection commenced at about 8:30 on November 12, starting with a meeting

with the following Chevron representatives:

Tom Shaffer, Lead Design Engineer

Jim Kappel,; Area Supervisor

Mike Shire, Chief Engineer

Jim Judkins,'Operations Superintendent
Gerhard Mekelburg, Lab Technician
Mervyn Ahtou, Shift Supervisor

Bill Stone, Dimersol Project Manager

Several other unnamed refinery personnel assigned to units under inspection

answered questions and provided information where possible.

" A facility inspection was made of inactive and active solid waste management
units (SWMUs) throughout the facility as well as some process areas.

Thirty-seven SWMUs were identified at the refinery.

Weather during the iﬁspection of the solid waste management units was partly
cloudy with temperatures in the 80's. Winds were less than 10 mph from the
west. A rain gauge at Chevron had recorded 1.69 inches of rain in the 24

hours prior to the inspection.

The inspection was completed at about 1:00 p.m. on November 13. An outbrief-
ing meeting was held with Tom Shaffer of Chevron, who had accompanied the
inspection team during both days to clarify remaining questions and discuss

_preliminary conclusions of the VSI.



Chevron USA Hawaiian Refinery 11/12-13/86
Land treatment unit, facing west

e s

Chevron USA Hawaiian Refinery 11/12-13/86
Ponding within land treatment unit, facing southeast




Chevron USA Hawaiian Refinery 11/12-13/86
North Ocean Pond facing north

Wy

Chevron USA Hawaiian Refinery 11/12-13/86
North Ocean Pond, eroded west dike, facing north



Chevron USA Hawaiian Refinery 11/12-13/86
South Ocean Pond, facing northwest

Chevron USA Hawaiian Refinery 11/12-13/86
South Ocean Pond, facing south



Chevron USA Hawaiian Refinery 11/12-13/86
IAF Unit

Chevron USA Hawaiian Refinery 11/12-13/86
IAF Pond, facing west
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Chevron USA Hawaiian Refinery 11/12-13/86
North Surge Pond, facing west

Chevron USA Hawaiian Refinery 11/12-13/86
South Surge Pond, facing southwest
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Chevron USA Hawaiian Refinery 11/12-13/86
Qutfall Sump, facing southeast

Chevron USA Hawa:

ian Refinery 11/12-13/86
Manual oil skimmer, South Surge Pond
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Chevron USA Hawaiian Refinery 11/12-13/86
Impounding Basin, facing east

CheVron USA Hawaidian Refinery 11/12-13/86
Impounding Basin freeboard, north side



Chevron USA Hawaiién Refinery 11/12-13/86
Neutralization Basin looking northeast to Settling Basin

Chevron USA Hawaiian Reéfinery 11/12-13/86
Oxidation Pond 2/3 facing southeast




Chevron USA Hawaiian Refinery 11/12-13/86
Aerators, Oxidation Pond 1 facing west

Chevron USA Hawaiian Refinery 11/12-13/86
Flare Lime Basin Facing west
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Chevron USA Hawaiian Refinery 11/12-13/86
Flare Oily Basin facing north

Chevron USA Hawaiian Refinery 11/12-13/86
Overflow pipe, Flare 0ily Basin



Chevron USA Hawaiian Refinery 11/12-13/86
Waste Pile C, facing south
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Chevron USA Hawaiian Refinery 11/12-13/86
Discolored soil, Waste Pile A



Chevron USA Hawaiian Refinery 11/12-13/86
Waste Pile C

Chevron USA Hawaiian Refinery 11/12-13/86
Jet clay filters and Clay Dewatering Basin
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Chevron USA Hawaiian Refinery 11/12-13/86
Landfill B

Chevron USA Hawaiian Refinery 11/12-13/86
Weak Acid Neutralization Sump.



"‘@"-3-'.. SRS
P sl 4 %{f 3

35
£

Chevron USA Hawaiian Refinery 11/12-13/86
Storm water drainage swale west of land treatment unit

Chevron USA Hawaiian Refinery 11/12-13/86
Storm water drainage culvert



Chevron USA Hawaiian Refinery 11/12-13/86
Storm Bay

Chevron USA Hawaiian Refinery 11/12-13/86
Storm Bay



Chevron USA Hawaiian Refinery 11/12-13/86
Pumps and grate on south side of oil recovery box

Chevron USA Hawaiian Refinery 11/12-13/86
South wall, oil recovery box
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11/12-13/86

0il Recovery box, facing south

Chevron USA Hawaiian Refinery

11/12-13/86
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Chevron USA Hawa

Top of 0il Recovery Box



Chevron USA Hawaiian Refinery 11/12-13/86
0Oily float on puddles - Drum Storage Area

Chevron USA Hawaiian Refinery 11/12-13/86
South wall -~ API Separator
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# Duvwk hANS . p
unit is 3.1 -acres” in size,”*and consists

@

@@-‘% |

,m,;@ N

“The land treatmeni:

5 & RN

"'“*s
“:Da

m s@ ek"ﬁ“ t; K
t‘eﬁ" of Startup

.@E‘

%&»Wastesé Managed'
’ separator sludge, non-leaded tank bottom sludges., DAF float, jet ‘fuel filter

‘Has tes managed in

. [N
N, oy

media olly’ soil ‘heat exchanger bundle cleaning sludge and non—RCRA regulated
matemals.(,l,\3,6 confidential) ‘ . - b

Release Controls Lysimeters ‘and gmundwater monitoring wells havo been o

SR g, el e g

;the _treatment ' uu Ce
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A Unit desctiption:  An area measuriﬁé'ﬁapproximately 50" feet by 70 feet wéé“‘?x'sed
i e &,q.w. R ek . e .
tﬂéleaded tank %‘ottoms..ﬁ“ area was' 1oca€em?‘“ﬂirectly"soi?xth%wf ‘1’ nk

- g ‘rf&;)“ 'ﬂé‘,{ g'if
The unit consists of an open ‘area of compacted coral (5)
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‘ Date of Startug Unknown. f:\:of

e
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'Dat:e of Closure."

. e
4 ms \»*“
B

w‘““”&
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Wastes 'Managed:v Leaded tank bottoms were weathered in this area.(S)

Release Contrels- Pw‘fj v% 00&1157 ijkfjf/ /‘N“% a

History of Releases.

;, Bt Kt

i
i

ST ol ol G S Bl e
.Groundwater release potential. 3

ST 5

[

[P A1 st »‘Uam

release potential: ™

RO e »)n’; -

S
face gas releaee po

[

‘1.\

. ,4*..-“- .y




\ 7!
.g ,m‘;‘f%‘

INFORMATION SUMI;IARY

:,.\puu rerys

;0

o : a.-- o ' PIAON '03: i ' vt e "‘ i
The separator receives process wastewaters and otheﬁ>oily

Howike - By

‘Wastes Hanagedfﬁ

e

water from refinery operations which have been routed through the oily sewer
system.(8) Results of analyses on the API sludge are shown in Table __«(9)
The sludge is a defined hazardous waste, Waste No. KO51.

Release Controls: The separator is inspected weekly for evidence of 1eakag
FELHE B Y et ) ‘\.m;m WL,, i, . e & ; e
récking of the stru ture;
n@i 52 " g
il ‘?&%ix y
History-of Relea es

Air Release Potential

(I O et S

4, 3 3 -Further action required
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e

"The north surge'pond is located

Release Controls: It is not known whether release controls exist for.jI

unit. . A\Q,‘o{e of b&%p 3rwma 7 oy — ‘}“.“_&_'d;e Eq

A O

AHistory of Releases: }y\\o e—\/yé(,—-wce_
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4 5 soum SURGE POND

4.5.1 Information Summary

A ‘s ot e coe 2 vhaer .l Vg 2 ase i ‘,,~1W:‘ ,}mr o ’ i
W e gt Description' The south su%ge pond 13 an unlined 0.16" acre surface

foa. - ; g ey
g A impoundment “which. is used as an eéhalizgtion basin (8)

R R R .ww~%n§% el

}mThis 1is an activ\sunit (8

i . - p ;
rece;ves :effluent frpm :ths. API separator (8 12)

,w*

L Results of metals analysezfug pond-sludge are shown in Table __.(9) S

Release Controls: The pond is inspected daily to ensure that two feet of L

freeboard are maintained at all times.(12)
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4. 5 3 Further action required
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4.6 OXIDAIIOQ PONQS

. i

4.6.,1 Information Summary

Unit description: There are two mechanically aerated oxidation ponds on the

Chevron Hawaiian Refinery site.(8) They are lined only with compacted coral
(6~confidential) Oxidation Pond 1 is 0.7 acre in size and contains three
barge-mounted floating aerators. Oxidation Pond 2/3 covers 1.26 acres and
consists bf two ponds separated by a curtain wall, with each section being
served by one floating mechanical aerator.(8,12) These ponds are RCRA

3

regulated.(12) C§v¢wkﬂslﬁﬁ4§;? B

-

' 27
Date of Startup: Unknown. f543/¥v{5-

Date of Closure: The ponds are active units.(9)

Wastes Managed: Effluent from the north and south surge ponds discharges into

the oxidation ponds. The effluent contain phenols, o¢il sulfides and
ammonia.(8) The results of pond sludge analyses are shown in Table _ .(9)
Although Chevron has disputed this, EPA considers the pond sludges to be a
listed hazardous waste due to similarity with API separator sludges.(12)

Release Controls: The ponds are inspected daily to verify that that there is

a minimum 2 feet of freeboard.(9,12)  The overflow weir and sluice valve are
inspected weekly. Bly,e MQ@ A

orfiem, Hecberd”?

Comrnem el -

. r D
History of Releases: E;JﬂﬁéwﬂCt' oT (¢t Se= -

4,6.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:




4,7 Neutralization Tank

S
4,7.1 Information Summar . .
y C T S/VUJQW
Unit Description: According to Chevron, the unit meets the definition of a
fn, >
tank as defined under 40 CFR 260.10.(12) Diee -

Locodion

- 27
Date of Startup: 4j%vf¥u€>'

) LD
Date of Closure: \07 y* ochiVe”

Wastes Managed: Prior.to discharge to the neutralization basin, potentially

corrosive waste streams are neutralized in this tank.(12)

: 7
Release Controls: ’YTSA\}Z CCnA%UWAAfn¢€Yﬁ%‘

.\)

N ~r - g s <
History of Releases: /mnu L enle oF ENEALOW - L~f°kL‘“
J

4.7.2 Conclusiqns

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.7.3 Further Action Required
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4,8 Neutralization Basin

“ "'..,/ ) .
4.8.1 Information Summary %«uj;kiﬁwx
Cims
Unit Description: The neutralization basin is located between the settling

basin and the north surge pond. It measures 110 ft by 40 ft and has a
capacity of 160,000 gallons.{(7) t>&j3¥KNf? B

> -
Date of Startup: Unknown. ‘§>k3j¥nﬁf .-

Date of Closure: The basin is an active unit.(7)

Wastes Managed: The basin receives potentially corrosive waste streams from

refinery operating units which have been neutralized in the neutralization
tank to a pH between 2 and 12.5 prior to discharge to the basin. Low pH waste
streams are mixed with lime slurry in the basin for secondary neutralization

to a pH between 6.0 and 8.0.(7)

Release Controls:

History of Releases:

4.8.2 Conclusions ﬁ‘\u' . . o

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential: N -

Subsurface Gas Release Potential: Tl

4.8.3 Further Action Required S




4.9 Settling Basin -

4,9.1 Information Summary

Unit Description: The settling basin is located north of the neutralization

pond, and measures 110 ft by 40 ft with a capacity of 160,000 gallons.(7) B

. 2 :
Date of Startup: Unknown. f;%gf%A@ ’ - :M.;

Date of Closure: This is an active unit.(7) .

Wastes Managed: The settling basin receives neutralized effluent from the

neutralization pond. 1Its purpose is to provide’additional residence time for

lime solids to settle out.(7)

' V . < ¥ 72
Release Controls: D11 & %4ﬁf§‘k'

ot

History of Releases: R S

4.9.2 Conclusions . : fo -

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential: -

Subsurface Gas Release Potential:

4.9.3 Further Action Required

Ohad "Mﬁ?cﬂ% Jo b sl ids "



4.10 IMPOUNDING BASIN T

(- -
4.10.1 Information Summary > hﬁ&k¢}m$rﬂ5 ‘
Unit Description: The impougding basin is a 2.3 acre impoundment used as a

settling basin. Effluent from the basin flows to an induced air flotation
(IAF) unit for algae removal.(8) This 1s a RCRA regulated unit, although

Chevron disputes that sludge in the basin is a hazardous waste.(12)

- 7
Conshrug oo
Date of Startup: Unknown.ﬂ-ﬂail*j
Date of Closure: This is an active unit.(8)
Wastes Managed: The impounding basin receives effluent from Oxidation Pond

2/3, settling basin effluent and cooling tower blowdown.(8,12) Results of
basin sludge analyses are shown in Table _ .(9) The basin serves 'two
functions: allowing additional settling of suspended solids, and providing

surge capacity for the wastewater treatment system.(12)

Release Controls: The impounding basin 1s inspected regularly to ensure that

it is in good operating condition and that two feet of freeboard are

maintained.(9,12) . |

i

History of Releaseszﬁw}gemﬁlg 0&: oWagiﬂLQ- e f,;s i
Rleace condrels % ‘

4.,10.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential;

Subsurface Gas Release Potential:

4,10.3 Further Action Required

0 7
plef b & 2
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4.11 TIAF UNIT . A
: ok

4,11.1 Information Summary PR

Unit Description: The TIAF, or induced air flotation unit, removes algae from

influent flows from the impounding basin.(8) According to Chevron, the TIAF
unit is exempt from RCRA regulation since it meets the definition of a tank

and it 1s part of an Effluent Water Treatment System regulated under Section

. M [y . 7
402 of the Clean Water Act.(12) t)vﬁﬂﬁﬁf:c&\jfﬁ
\10 IWO

‘ D oLA
Date of Startup: Unknown. fﬁ%ﬂf%“ﬂ? LT

Pate of Closure: This is an active unit.(8)

Wastes Managed: The IAF unit receives effluent from Oxidation Pond 2/3,

settling basin effluent, and cooling water from the cooling tower which have

undergone settling in the impounding basin.(8,9)

Release Controls: The wunit 1is dinspected regularly to ensure proper

operational condition.(12) "

. -7 : « R Lo
History of Releases: §u§ﬁ§ Og kfg&;> ' ' A L '

4.11.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

$,11.3 Further Action Required
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4.12 IAF POND

4,12.1 Information Summary

Unit Description: The IAF, or induced air flotation pond is located at the

far southwest: corner of the refinmery. It is 1l ft wide by 52 ft long and 6 ft
high.(7) The pond is not lined.(9) 2

Date of Startup:

Date of Closure: This is an active unit.{(7)

Wastes Managed: The IAF pond receives float from the IAF unit and partially
dewaters it. Results of analyses on the IAF float are shown in Table __ .(9)

Decanted effluent is directed back into the impounding basin.(8)

Release Controls: Pond levels are checked daily to ensure that two feet of

freeboard are maintained at all times.(12)
TNes 7

History of Releases: 4§1§§\3 ot {exﬁﬂk5tf?

4.12.2 Conclusions ST

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.12.3 Further Action Required N :
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. D = e
~ - <, X .
(\\’ 6\,&:’{’ \/\kﬁ ‘j) #i1g 3{0 = \A/&S
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4.13 TEMPORARY SURFACE IMPOUNDMENTS

=
,:_\'
==t

4,13.1 Information Summary

Unit Description: Two temporary surface impoundments were operated at the -
site. They measured 45 feet by 80 feet, and 60 feet by 100 feet.(5) HAbove Eﬂfc£3e|

N { it N7
Date of Startup: Unknown. CEEAGNH*L%D T Ne T e T

|
1‘

Date of Closure: The two impoundments were removed in 1982.(5) =10 FQA’

Wastes Managed: Jet fuel impregnated filter clays were managed in these two )

areas.(5) C)ﬂ%éq’ UJ?~£*ESr? i ﬂ//k‘ﬂ 2

, SeT s ,L”u\ i
Release Controls: ﬁ\m}xf? h - C}kﬂﬂ 3;2:
History of Releases: i/ﬁ%”

4.13.2 Conclusions

Groundwater Release Potential:

A _
o /// _A\$J< fjk
Surface Water Release Potential: L i %JWJM y
N e
) d

Air Release Potential: (“
A\

Subsurface Gas Release Potential:

4,13.3 Further Action Required




4.15 WASTE PILE AREA

4.15.1 Information Summary

Yo

(?

ki

Unit Description: The area is constructed of cement blocks, and is used for

cleaning tank bottoms and general waste evaporation purposes.(6-confidential)

/1

Date of Startup: Unknown.

Date of Closure: Unknown.

Wastes Managed: Tank bottoms and othe

Whd "ot

area.(6-confidential)

unspecified wastes are managed in this

Release Controls: It is not known whether release controls exist for this

T P
unit. Rk cdur

History of Releases: /??

4.15.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Po:éntial:

4.15.3 Further Action Required




4.16 OLD SURFACE IMPOUNDMENT ARFA - LA . ’

4,16.1 Information Summary

Unit Description: bﬁéﬁﬁrr\ ' e 6
\ \g":"r

Date of -Starctup: Unknown. .

-
Date of Closure: Unknown.

Wastes Managed: This area may have been wused for soda ash
neutralization.(6~confidential) A
/'(‘.—-__-——' P T\\ {:
AT
N\ * 2
\\\ \ ‘
Release Controls: R N
( R - L
e -~
VoA
History of Releases: LT N
e T
. . "‘. " Y .
4.16.2 Conclusions . . T o/

Groundwater Release Potential:

Surface Water Releasg Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4,16.3 Further Action Required




4.17 CLEANING AND DISPOSAL IMPOUNDMENTS

4.17.1 Information ‘Summary

Unit Description: The two impoundments
bermed.{6-confidential)

Date of Startup:

7

Date of Closure: |

Wastes Mandged: The impoundments are used for cleaning ofﬁplant aci
v £

and for disposal of fullers earth

)
Lo codien

have

coral

bottoms

LD mealns?

and

N2 ¢

jet

fuel

filters.(6~confidential) { 641{\ ‘*EUdﬁ g;r/ »g%ll\f>

Release Controls: t);klggf?

&ij‘b\\* L\T“é}%\.\ 1

History of Releases: (;Jlé%ﬂﬂﬂg g‘#’ fgﬁxykk(f}

4.,17.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4,17.3 Further Action Required

t

N

7

from

and are

tanks

ran
process
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4.18 DRUM STORAGE AREA ‘ S| PN M{E % |

4;18.1 «Information~8ﬁmmarz

Unit Description: The drum storage area 1is located east of the north ocean

pond. Its dimensions and capacity are unknown.(7) A 1986 RCRA TSD

Investigation noted chemical 'stains on the ground next to rows of drums in the

storage area.(11) : (i )
3 : 1
AL o v N e e (G
Date of Srtartup: Unknown. = ot } f\k‘c”§; v
' - ’ T [ oy Bt
A ! ;‘. ‘ ';‘-."‘ .‘: (/‘ ‘ u\' -4\ o
Date of Closure: This is an active unit.(7) Al P /'ﬁ,j’ o
o okt
/ [ ' & =§ \ ‘JJ/ e "J-(:‘\'\ fit” T4
j ) ’ N D
Wastes Managed: Wastes in this area include empty lubricating oil and 1qu‘“
S . i o— —— g by
chemical drums which are bein accumulated until ithey are shipped off-site for . °

e Pl

recycling. .Any drums which have held acutely hazardous chemicals as defined .
by 45 FR 33122 are triple rinsed at the operating units prior to being placed . '{"
in this storage area. Triple rinsing of these drums was instituted in 1984. e
Whive o Jfams Ut C 7
Release Controls: %HM’?' , mi e e
‘cuiudx%g o Ve
History of Releases: L—Ddtwl Gor fQF“”“*lB

4.18.2 Conclusions

Groundwater Release Potential:

Surface Water Releése Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.18.4 Further Action Required



http:unknown.en

L
4.19 SULFURIC ACID/AMINE PLANT PONDS ,Vv‘\/{/;s
A

£ AL
4.19.1 Information Summary A ‘\ (‘-,D - LAf IR S
SR T Dimsnsions - L

Unit Description: Lo C/“«*\N'V\

Date of Startup: 7‘J‘ ‘k AlOW& 3?0 Wwa ‘
Lo apides .
L . LR E
Date of Closure: 7 \ o :C
o
-
Wastes Managed: L&)ab“f’VS Mt s

Cm«s?'r’mb\w"‘

LAY
Release Controls: b'w \,‘.-'/','J{l/"- N
M, Qurel

History of Releases: ?((—\”0“5

4.19.2 CONCLUSIONS

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.19.3 Further Action Required




4,20 TFLARE OILY BASIN ‘
| T S
4.20.1 Information Summary Duiﬂ\k“"”’“s . CWS}?"&C/;\W -

Unit Description: The flare oily basin has 0.24 acres in surface area.(9)

(oo e ~

, 7
Date of Startup: Unknown. fﬂnfowﬁb.

Date of Glosure: According to a December, 1985 inspection, this unit is no i

longer in use and will undergo closure.(10)

Mesed “ﬁt‘y} \.)se s}oP@t{} u)‘\k-r\”:)

Wastes Managed: This basin receives oily skimmings from the oxidation ponds

and other oily wastes, such as oil spill material.(2,9) API separator sludge
may also have been placed in the basin.(9) Analysis of sludge from the flare
oily basin detected toluene at 2 ppm, chrysene at 20 ppm, and fluorene at 20
ppm. Appehdix VIII metals were below Total Threshold Limit Concentrations
(TTLC).(9) Results of analyses are shown in Table ' .(9)

AP sludars e 7 o

Release Controls: It is not known whether release controls exist for this

unit. Release cenYrols 7

History of Releases: é}l\dm 0¥ r&)é;-qses? £

4,20.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential: Lo

Air Release potential®

Subsutface Gas Reledse Potential:

4,20.3 Further Action Required




, L)L
4.21 FLARE LIME BASIN | | D'b:' | ‘g\*

21, Inférmation - = | 7
4,21.1 Infomat_lqn Summary D&P*ﬂ\ ’

Unit Description: The basin is located east of the API separator and south of

the cooling tower, and measures 110 ft by 80 ft with a capacity of 350,000
gallons.(7) It is not a RCRA regulated unit.(2) A 1986 RCRA TSD

investigation noted that the basin was leaking along the side of its dike.(l1)

'7 X
Date of Startup: Unknown. ‘é;&OJ*Uﬁb' “

Date of Closure: The basin is an active unit.(7) - ({_

Wastes Managed: The basin is used to dry alkaline lime sludge that has been

temoved from the acid/amine/ boiler blowdown neutralization ponds.(2)

_/7

Release Controls: It is not known whether release controls exist for this

unit.

History of Releases: f= V,o’m of fC—Qbﬁsi’? .

4,21.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Alr Release Potential:

Subsurface Gas Release Potential:

4.21.3 FURTHER ACTION REQUIRED



A -
" X:éw{(,w o -
kN ‘9» - =
4.24 CARBON MONOXIDE INGINERATOR X RN
. 2]
4.24.1 Information Summary . STP

Unit Description; ¢93$KV\ (;dqv: : ,€>\Wuﬂ*

Date of Startup: Unknown.

R odes oft Sed':(,e?

Date of Closure: Unknown.

Wastes Managed: The incinerator burns effluent gas from the Fluid Catalytic

Cracker to complete coﬁbhstion.(4)

Release Controls: It is unknown whether release controls exist for this unit.

M{mb& esnkrale 7 P

History of Releases: . ;J:nf
(\,‘_”;, oo Ve
e . ~ L
. s Vs ;
4.24,2 Conclusions (}%' ) e
) . N . i 'b/s":":/"a - '

Groundwater Release Potential: =z SNOEE

“ o

RPN

Mg /':/'h:"*"'

Surface Water Release Potential: f'v ( o
fﬁﬁ%

Air Release Potential:

Subsurface Gas Release Potential:

4.24.3 TFiarther Action Reqqired




4.25 ELECTROSTATIC PRECIPITATOR——FLUID CATALYTIC CRACKER

4.25.1 In;fo{r?mat;;i-on Summary W ‘~. A Lo ¢ ‘
LI - Vool
o~ R
Unit Description: 5&‘ N UL
\/0 @X\ w 3. . {:f \‘ o A‘i % {T, 1;_,?/ ’
(< . i o o
Date 'of;‘, Startup: B

7 ,
Dodes oF eerilicer (}-07

Date of Closure:

Wastes Managed: Thi's unit controls dust emission from the Fluid Catalytic

Cracker effiuént gas.(4)

Release Conttrols: %QAO(-:S ‘:}V .
1H13tory of Réleases: }AswAL*U{v«:S . A nif‘f

4.25,2 Conclusions » i

/\ k./

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.25.3 Further Action Required




.‘/-

. ‘ - | 7 o i s - f,\!
4.26 LANDFILL A wol [ AT e
‘ ’ . ) o™ /"‘/ : rv} \(}[ -
4.26.1 Information Summary Q:VV (> ‘ “
Unit Description: Landfill A 1is located south of the sewer sludge

impoundment, Its dimensions and capacity were stated to be unknown in the

facility's SWMU response letter.(7)

PR RN

| | 2\
Date of ‘St_a_vrt“up H Unknown. § M Lf"@ . g

Date of Closure: The landfill was taken out of service and graded in 1984.(7)

Wastes Managed: Wastes plécéd in the landfill included Fluid Catalytic

Cracker catalyst fines (regenerated), clay treater spent clay, and lime

blowdown.(7)

Release Controls: p\ﬂﬁ§?

History of Releases: ﬁfoﬁ-yu&p“Axy . L v N Vo
W © -‘\.1-\‘;?- ; ’ - tﬁ\/(“' ¥’ ,J, ”{‘. A R “:

VW LM
4,26.2 Conclusions [0 \ 7 br» Er
[ - ST o CM ;
Groundwater Release Potential: I P R
: _ e ;L L
Surface Water Release Potential: i
J o
v ’l,,} " C 14? o
Air Release Potential: 1..T~ - oo _n{d*"
z\/ o (A7 WA vl W
. ' ] M»\ ﬂ”l’-“/ 243 ~
Subsurface Gas Release Potential: R b L
. I \ B '4 TS
I T
7 A ‘, P . (
4.26.3 Further Action Required J N


http:t,S(,.Jt

4.27 LANDFILL B

4,27.1 Information Summary

Unit Deéscription: TLandfill B is 1ocaCed 1n the northwest section of the plant

Exock Lom

Date of Startup: 1978.(7)

property.(7)

Date of Closure: No disposal has taken place in this area since 1982.(7)

Wastes Managed:

including trees cleared from the site, asphalt and dirt from asphalt spill

Landfill B was used to dispose of various materials

cleanup, and an asphalt roof which was damaged during a 1981 hurricane.(7)

Release Controls:

History;qf~Releasesc

4,27.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4,27.3 ¥Further Action Required

M“W@

2


http:Potent;i.al

U
4,28 €lay Dewatering Impoundment nﬁﬂix¢

et
e vée*k?'

Unit Degcriptfonf This impoundment measures 45 ft x 80 ft, and is located

4,28.1 Information Summary

west of the crude distillation unit and the clay dewatering basin. It has a

capacity of about 50,000 gallons.(7)

: : D
Date of Startup: Unknown¢.\§§4;*%7,c}x;-<sg144%1? ’

Date of Closure: The clay and some surrounding soil was removed in 1982.(7)

Wastes Managed: Clay treater spent clay was dewatéred and weathered at this

site a few times prior to 1980.(7)

Release Controls: It is unknown whether release controls exist for this unit.

A
Freeboard ™

History of Releases: < K K \ o
N d Y - ~ i { !
M . - -7 o - b’ ¥ \ {,, f
U“Eg ’ s e
4,28,.2 Conclusions ‘ { ‘ g
e e A ~
R [
Groundwater Release Potential: T WL
. F ey
Surface Water Release Potential: v e T
i S . \,( -
A
L
Air Release Potential: -\\ )
Subsurface. Gas Release Potential: SN ﬁ
- - \ Y, Yo y (‘\‘-“,; iy, )
4.28.3 Further Action Required L ’



4.29 Sewer Sludge Impoundment Uwﬂe A - e
4,29.1 Information S Q\/\"” 27 % ?’&x L
«29.1 ‘Information Summary / T e

Unit Description: The sewer sludge impoundment is located south of the clay

dewatering Impoundment. Its dimensions af%QEOO ft by 60 fr, with a capacity
of 100,000 gallons.(7)

, %
_ Z-';/ Yol o AT
Date of Startup: Unknown. % hd

Date of Closure: Sludge and some soil were removed to the land treatment unit

and the area regraded in 1982.(7)
i

Wastes’managed: Wastes placed in this impoundment included amine column and

vessel sludges and wash water.(7) CﬁMEA1§1ktV\*"S :? .

Release Controls: 1t is unknown whether release controls exist for this unit.
S -7
DS |

: o
History of Releases: f%aﬁuﬁg&“fs of VVfS'

. . \

4.29.2 Conclusions %$§

Groundwater Release Potential: .
) o

Surface Water Release Potential: «T553

Air Release Potential:

Subsurfaéercas Release Potential:

4.29.3 Fﬁrther Action Required



\ / o
et T : A
,1‘\' (ﬁ‘ ' "v; » : ; .. ‘--. ‘\: o
4.32 LPG AREA GOOLING WATER POND “pl R e c
4.32,1 TINEORMATION SUMMARY - WOR AR sk
Ded Ceon=

Unit Description: The cooling water pond located along the fence line at the

north end of the Chevron property. It has a capacity of about 1,200,000
gallons and measures 85 ft by 1,100 ft.(7)

) _ . 7
" Date of Startup: Unknown. fsA?N;“e :

Daterf Cloéﬁre; The. pond VAS‘téken out of service and regraded in 1982.(7)

Wastes Managed: Wastes in this pond included oncé—through brine cooling water

~
from the LPG refrigeration compressors.(7) A'\/«j %NWM’

) -\ P
Release Controls: S)\¥&55.‘W'

History wof Réleases:

4.32.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.32.3 Further Action Required




-
4.33 South Ocean Pond d

| N et
4.33.1 ‘Information Summary , ’D@? wéﬂ

Unit Description: The south ocean pond is located along the west fence line
: ,

at the south end of the refinery. It measures 90 ft by 240 ft and has a
capacity of 900,000 gallons.(7)

Date of St{?-rtuE: 6\-&“m.€ .

Date of Closure: The pond is an active unit.

Wastes Managed: The pond is used during heavy rains to temporarily hold storm

water. The water is held until it can be routed back to the wastewater

S . | . 2

treatment plant during lower flows.(7) CO(\SS\'LMS | %_ ~
\ QWMFE from. W Afeus

Release Controls: D\Y_hé . ‘ :

x 7/
History of Releases: P(U\\S P,oﬁﬁ -

4.33.2 Coﬂ;luSiqns

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential: : R

Subsurface Gas Release Potential: Due to the nature of this unit and the

wastes it receives, there is no potential for subsurface gas generation.

4.33.4 Further Action Required




4.34 North Ocean Pond . : - A -

4.34.1 Ih‘fp-ﬁna;t«i,on Summary ’9 ) 7 ~

Unit Description: The north ocean pond is located north of the south ocean

pond along the west fenceline of the refinery. It measures 90 ft by 970 ft and
holds 3,500,000 gallons.(7) N

. /7 ,‘:‘.- :,—\ R ) | r( :l.-
bt o searup: SAglng”

Date of Closure: The pond is an active unit.(7)

Wastes Managed: The pond serves the same function as the south ocean pond,

holding storm water runoff during periods of high rainfall until the water can

be routed back into the wastewater treatment system during periods of lower

-
PURS

,7 “ 1 Nl \ "( 4.
) “ . ,,‘:_ g!\:,\‘;‘: by
Release Co,nt_rols: ‘ >\¥k5 . s _,\..\_A S
, Y- Lo [
Hist f Releases: . (7. .oF Abes 7 : N, X ‘
istory o eleases: W(M WN* . \ A N
4.34.2 Conclusions
\\
Groundwater Reléase Potential: .
Surface Watér Release Potential: o A ,\ _
i \‘ . R - v‘. N H
— Mot D
Air Release Potential: . e R

Subsurface Gas Release Potential: Due to the nature of this unit and the

nature of the wastes it receives, there is no potential for generation of

subsurface gasas IR

4.34.3 Further Action Required R o i e

s
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4.35 Waste Pile A ToUy o o T T C{) g
. Lo i) B 4 P .
AN NCord s
4.35.1 Information Summary X SV e
"~ 3 Vg

Unit Description: Waste Pile A is located west of Landfill B. The dimensions
and capacity of the waste pile are described by the facility as unknown in the

SWMU response letter.{7)

Date of Startup: ‘E%V}UGE?

Date of Closure: Wastes in the waste pile were removed and disposed off-site
in 1984.(7)

Wastes Managed: The wasté pile received “non-hazardous™ catalysts of

unspecified composition.(7) CGV'AFOS‘W of C’éSC . of Cﬁ?\'&&#&&fs7

Release Controls: }>V%57‘

History of Releases: ?\e?wm;{

4..2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4..3 Further Action Required




4,35 Waste Pile € . Jg&lﬁ
) d er

4..1 Information Summary ‘ Q v2

Unit Description: Waste Pile C is located north of the north ocean pond near

the west fence line. It has dimensions of 600 ft by 90 ft.

Date of Startup: O»Sf I C o \

Bﬁ”,@ﬂ“’

Date of Closure:

Wast:e,s’ Managed: The area as been used to dry dewatered lime blowdown and

spent clay from the flare lime basin and clay dewatering basin. The waste

pile also received fluid <catalytic cracker catalyst and wunspecified —

-/
“non-hazardous” pond sludges prior to 1982. C\fﬁf&u"lﬁh OQ QW :

decﬂ@%ax
Release Controls: [ing L~
"DM’ i" Vo QZ& %{ ««5 " & oi
Al 3
History of Releases: D"S (WP og) e O {’/‘“%” !{

[t L
\,N\X‘b . o N - 3 /i(
. A e 3 ol T
4..2 Conclusions R | .
. . “ ‘{\\I./\'( e ; ! 4 I
Groundwater Release Potential: K 5 . i :
P e 7. i // Qo " i
| ST Sy L
Surface Water Release Potential: . A,,\'i'é b o '
, , AL . §
- 'uﬁiif\ A
. s A LR PR S v}
Air Release Potential: TR RS
> A
[ Vo
6 3 ! M\ {:V -
Subsurface Gas Release Potential: o
BTt
!\ :

4..4 TFURTHER ACTION REQUIRED



4,38 Foul/Sour Water Tanks 303 and 304
4.38.1 INFORMATION SUMMARY

Unit description: Tanks 303 and 304 are located north of the API separator,

each is constructed of steel and is 38 ft in diameter by 42 ft high and has a
capacity of 335,000 gallons.(7)

d .

Date of startup: %Bpﬁ .

Date of closure: These dre ac¢tive units.(7)

Wastes managed: The tanks receive refinery foul water streams prior to

treatment at the foul water oxidizer. They serve as pretreatment units for
solids removal, emulsion settling, oil skimming and to dilute streams with
high concentrations of céntaminants.(7) Constituents of wastewater treated in

the tanks include sulfides and‘ammonia.(?)

%
.o r f
LI Loue

Release controls: <)§“¥&UNQN*¥€§ : B . P

it
History of Releases: P‘%F@ﬂh&ix .

'4..2 RESULTS OF VISUAL SITE INSPECTION ol
4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED



Al
. ,}\ ‘ <
0 R T
. T : Lol \\A‘f, B
4,39 Foul Water Oxidizer (e ’ T e
5\/& EERT S
4..1 INFORMATION SUMMARY LT

oy Y-
Vomf on A
= (‘i e

Unit description: The foul water oxidizer is a steel vessel located on the

south side of the boiler plant. It is six ft in diameter and 45 ft high.(7)

. -7 o
Date of startup: %)(-ug'v ’ . ot

OJ,Askfva,c.!.,'i‘ v Ve

Date of closure: This is an active unit.(7)

Wastes managed: The oxidizer receives foul water from Tanks 303 and 304 (Unit

4.38). The water is heated and exposed to air to oxidize potentially reactive

compounds to non-reactive species prior to the waste stream being discharged
. ) : -~ - . -~ '>
to the wastewater treatment system.(7) ‘HULJ > L* G"l)df&é .

= ot

* 1 Nt g ~ )
- RS S
Release controls: CJV\}\QM é L0 f

co- A ; & e, L -
< < -{: . - AR
u@/\ o }(-,qk&&: N ] x

History of Releases: y .
A
Yo
AN .
4..3 CONCLUSIONS N &
R
~L
S el
Groundwater release potential: % / O o
. L

Surface 'rwwéj;er‘ release potential:

Air release potential:

‘Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED

g



4.40 WEAK ACID NEUTRALIZATION SUMP

. .
4..1 INFORMATION SUMMARY | ( g o™ vk TG

‘ {:. :\;v i:&
e

Unit description: The weak acid neutralization sump is located west of the

strong acid neutralization sump. It is five feet in diameter and eight feet

deep. The sump is constructed of concrete with an ac1d-re51stant brick

liner.(7) Blowd o whie does %0

f‘- \ 21 i
by R
Date of startup: 7 SR A IV
’ Q,\'\J\"'\-"%
A
Date of closure: This is an active unit.(7) 0

Wastes managed: This unit receives weak sulfuric acid from the Acid Plant.

Here it is mixed with caustic to neutralize it to a pH of between 2 and 12.5.

The neutralized effluent 1is discharged to the

secondary neutralization.(7)

Release controls: F%Qﬁﬂvi““c{j ] -

History of Releases: AW‘j “%+S Q-F VMLES(% .

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED

neutralization

pond for

Y
-t

et e



A
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4.41 STRONG ACID NEUTRALIZATION SUMP R N v Y

L A

Ly e N
4..1 INFORMATION SUMMARY AP

i

Unit description: The strong acid neutralization sump is located east of the

weak acid neutralization plant. It is five feet in diameter and eight feet

DA
ﬁ? UBQ\tﬂ: DO S;bvﬁﬁk) )bc\d }6&*rk\U&A7‘“/

Date of startup: “{e
. /)/ A ; ‘..\':J‘y;/‘\ /‘r\}/ _\’,0\.)
\Jc\
Date of closure: This is an active unit.(7)
- . . . / fi ’ C i /’\ Y
Wastes managed: The sump receives acid spills LL) S.. )q!$ \
RS g v L
- - {0
oA (0

Release controls: &,udﬂkéa FSI'LCvk' - ' e le$L,-
C,kaw o) P | YWJ ‘_Ai

History of Releases: ’ g{

- AR /\
Vot \

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED



4.42 Alkylation Plant Neutralization Sump \\
f , C
. \/ '\‘i\" '
4..1 TINFORMATION SUMMARY ygf /}v
Unit description: The sump is located on the west.end of the alkylation and

isomerization plant. It measures 7 ft wide by 15 ft long by 7 ft deep. It is

constructed of concrete and has an ac1d—re51stant brick liner.(7)

W - SN ’/”;_I-‘Y_.’
-Date of startup: CEV&L/QL%P / A \$f 3% : EB | i//’ﬁkﬁj e

Date of closure: This is an active unit.(7)

Wastes managed: The sump receives acid spills and washdown water from the 4‘%§

alkylation plant. Here they are mixed with caustic and neutralized to a pH .
between of 2 and 12.5. Sump effluent is discharged to the waste water fB \

7
treatment system through the storm sewer system.(7) & HW S(S(Jf\y/att) L
./'/4\ ‘I'\} /

)
i

Release controls: The concrete sump is lined with acid-resistant brick.(7)

History of Releases:

4..2 RESULTS OF VISUAL SITE INSPECTION ' AR
4..3 CONCLUSIONS

Groundwater release potential: ' i

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 TFURTHER ACTION REQUIRED


http:alkylati.on

4.43 STORM WATER CULVERT

>
. < /-? - :
4..1 INFORMATION SUMMARY k/49Cﬂ“jklf;ZjSP§§Y(UJ:F§ETQ

Unit description: Storm water from the area west of the storm H%, including

the acid/amine plant, flows through a culvert to the ocean.(8) \X
&:ﬂ SeC
{ )]

> 50 }*‘6‘

Date of startup: a}ﬂ?’s - g <, 3t ol év,\/._“fi‘ Jii,ﬁ' Yo O {~ .
© e o S
Date of closure: S ~ TS
W R
Wastes managed:

Release controls: NEsE

7 AR
~ P@MM T A

History of Releases:

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED



4.44 CLAY DEWATERING BASIN
4..1 INFORMATION SUMMARY

Unit description: The clay dewatering basin is located west of the crude

distillation unit and east of the clay dewatering impoundment. The basin is

constructed of reinforced concrete and drains to the oily sewer s st:em. It is

29 ft wide by 40 ft long by 3.75 ft high.(7) 5@»«}43 Y
2 > | (o 42 7 O ﬁ NW‘; ~
Date of startup: !{\A€ . \E\)/{ / ,/J‘f \m\w\

5

Date of closure: This is an active unit.(7) -0

xV;S;uw = Q{\\ri

Wastes managed: The basin receives spent clay from refinery clay treaters for

L o~
»

dewatering. ? \‘s ~ b) \~
. ( &

.. G 2l

Release controls: D'lkb‘:"? S \
[»} -5 o

. 2 2 e
History of Releases: P\P@M < 2% ‘,-Ak(é‘-' B\ku‘\- o

4..3 CONCLUSIONS W
UJW& d@@:’s d ’ 5 ’

Groundwater release potential:

% xlc 75 St
Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED



4.45 0il Recovery Box . ‘ A -\,

4..] INFORMATION SUMMARY ' ok
AN I

Unit?description: The oil recovery box is located north of Tank 304. It is

constructed ,of reinforced concrete and is 10 ft wide by 42 ft long by 5 ft

high.(7) IM"CJVL ogcwv\ﬁ) Wi b

R ;
Date of startup: é;&U/LU{? ) =mﬁf; i ) .kﬁﬁ;

Date of closure: This is an active unit.(7)

(L )
:\

Wastes managed: Wastes placed in this unit include recovered oil from spills

or cleanup of process systems. The box serves as a settling unit for solids

in the oily wastes, Solids are periodically removed and placed in the land

treatment unit.(7) g’D'LD cyQ\’t‘v\ ADCG \k (LC('I\/" w&s\’(s o 0\\[&

. A . 2
Release controls: Ckw«§0$ﬂkﬂ“91;k .
WD
History of Releases: ngaabkuﬂ”'

S SuU

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED
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,_//t/.»l‘l\“}"fAF vnit - Aotfe lﬁ?a'b/eumq [%'s //\S(blc.o fleccoiants
'@’ IAF Pond (RCRA regulated) Cleaned guac te f‘*~j

-—

~ 4,13 Temporary Surface Impoundments

>, : i e Saat SO
,,Zﬁ@ Exchanger Cleaning Facllity(fjvwcw“”/ o
“4.15 Waste Pile Area (GAzc X7

~4.16 01d Surface Impoundment area ’Z
~ 4,17 Cleaning and Disposal ‘f[mpvoundmentsj

- 4,18 Drum Storage area | &yl wa fo7 : . .
) g ( 7 >c pends  eAd vmpawmdrw/vx AAR
@VSulfuric acid/aminé plant ponds — Ne {

“%4.20 Flare 0ily Basin W wwﬂwﬂﬂf\ km‘& M&A’
~%.2]1 Flare lime basin W& f—

4,22 Surface impoundment unit 3

T o

"%f.@“%} Surface impoundment unit 5— %avne-&s- #19
"’;/Zf Carbon monoxide incinerator ¢ LUVH»/ ol oo
M Electrostatic precipitator--Fluid Catalytic Cracker A_Qj_/‘.-';’s’ll/’”“/’jv{
v4.26 Landfill A

=4.27 Landfill B~ oM not et o (tndrees)

2

< iy
2 5 s J4 (/

~4.28 Clay Dewatering Impoundment -
+74.29 Sewer Sludge Impoundment
/‘/4t§d>”Amine Washwater Impoundment < ™Ma. CLa- ﬁ;&f) . 4.9
:#.31,, Crude Tank Area Impounding Basin P“AC,QQ"‘F\HI _
>3/\2\ Tankfield Storm Water Sump § Seld —}.Q He,w
.4.33 LPG Area cooling Water POnd e
é.% South Océ!an Po:fl‘ "f . ~ i i Dl MM ‘AF nec uesc.‘f
) boitt in 1930'5 mchq,u.K do o %mgm“ﬁ orotect bugs
«.35 North Ocean Pond - .
- 4.36 Waste Pile A- l '
— 4,37 Waste Pile B~i/V\ Tees
- 4.38 Waste Pile C.
?%49: FCC Catalyst Fines Hoppers V-5312 and V-5313 — climaralty o
~ 4,40 Empty Drum Storage Area (_ Sanne A 4~;’§
“%.41 Foul/Sour Water Tanks 303 and 304
/&/TZEVFoul. Water Oxidizer
'\ v{,4‘3 if/i.-leak Acid Neutralization Sump ’340 neutrod . pef
\4{._% Strong Acid N‘eutralization Sump
.~ 4.45 Alkylation Plant Neutralization Sump Siq wookiLy  SenreT
446 Storm Water Culvert

-

<



;VfiA Clay Dewatering Basin
,\4_.4/3// 011 Recovery Box

(

4,49 Oz.ly Sewer System——see reference 7, empty drum storage
4,50 Stor% Sewer(8)

//‘/4 .51 Storm Bay(S\
N

T e st . . s ot

4,52 Other Areas of concerP "
s ley

4.52,1 1liquified,gas area(8)

5]Lbrm woker evluer 1’
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4.1 LAND TREATMENT UNIT oot ,
Wes \JQ af&{;j}@( 'b‘\"u“ﬂ
4.1.1 Information Summary g A

Unit Description: The land treatment unit is 3.1 acres in size, and consists
of three bermed cells.(6-confidential,9) The unit was constructed by leveling
and compacting the coral base, installing dikes made of compacted coral “and

importing clean fill for treatment zone s0il.(8) Borm> above. ‘:‘("’“C\.de:_, s
v5e boldozer Yo readd wastes. Boildoie— must ext ana Srwe ArTWrA_

Yorddacm to wer qo frn il o e, The tastern ek does Bve— pnshdam faclihes,
Date of Startup: The unit was constructed in 1980.(3,12) Jie 2 ;
westarna %{5 C&‘Q Mﬁ

Date of Closure: This is an active unit.(12)

ok
,\f'eS

Wastes Managed: Wastes managed 1in the land application area includeéﬁ?—l—

; T

~-separagfor-studge\ non-leaded tank bottom sludges, DAF float, jet fuel filter

media, oily soil, heat exchanger bundle cleaning sludge and non-RCRA regulated

materials.(l,3,6-confidential) do ned pu‘f ((?.LM Ces . 550({?(5 AR ".{*\T_

(dor3) (e P Sludeesy

Release Controls: Lysime,te&s and groundwater monitoring wells have been

installed near the treatment unit.{3,9) The unit is inspected weekly.(12)

History of Releases: ]cﬁtdiW MW M OJZ/?V\/
Wi o &7 9”‘4{, oM A Ui
Cln tacle -

Groundwater Release Potential: Groundwater releases from this unit are

regulated undér RCRA. C Revrone (/UL]OLO— +0 ALmau<_

Surface water release potential: d/{ ¢ - J\f)bl'ﬂz.a #4/%

4. 1.2 Conclusions

L iodoge pf
Air release potential: & ("«1/(;
Ogete— - i ~ e

Subsurface gas release potential:

HLS, W“Imﬂb ?

4.1.3 Further action required




1o a%w,ﬂO* P“‘“

4,2 INACTIVE LAND TREATMENT AREA (Also known as Site X)

4.2.1 INFORMATION SUMMARY

Unit description: An area measuring approximately 50 feet by 70 feet was used

to treat leaded tank bottoms.

The area was located directly south of Tank

<?730%. The unit consists of an open area of compacted coral.(5) Curro?Cﬂj C)C)§

250

Date of Startup: Unknown.

Date of Closure: The area was taken out of service in 1980, when the upper

layers of material and some underlying coral were removed. Samples of the

remaining strata passed an EP Toxicity test, according to the facility.(5)

Wastes Managed: Leaded tank bottoms were "weathered” in this area.(5)

Release Controls:

History of Releases:

4,2.2 Conclusions

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4.,2,2 FURTHER ACTION REQUIRED -
Ac;d‘ Lv\g’b ’?\Q_Q_Qt‘_'

¢

W} XQ/(%JPC)E’)’(L
,fcuy\k”'
W zetharad M’J jlucla)es V™~
C}m;/\ok— '
e oved OIWZ/DU\& T ~ u”b‘JW

G(mou, 5Wu_d, ﬂﬂf\v\/‘oﬂk‘
o Pb(pka) = moved
. ~ }éigi)

’JFD \ Qnd o

(_amuﬂc{ 5/() a]c /W\d a /T
g ‘58 12h el 'S “/"\3



\l (,I‘r/ AMi - Pec. p - PG.V\.P'— mext o 3
jUhC ol lparedo - w/(.hﬁv‘fc’y\ chl

RUW? ?L, P P'—@L ALT/ L&,LLR. o‘v df'\‘o>
4.3 API SEPARATOR %vie 7 Tom Yo e

#2Y m FM pleon

4.3.1 INFORMATION SUMMARY

Unit Description: The API separator is 22 ft wide by 70 ft long by 6 ft high

and is divided into two cells.(7) 0il from the separator is discharged to

the recovered o0il system and water 1s routed to the wastewater treatment

system.(7) (Comerdy tﬁvofzfﬂéi‘f ' ‘ .
Meotor Arer ﬁ(‘ m\— {,f),(,éi, I ﬁr‘af\u\f\a‘; - /zﬂCk‘i* i‘kl_. ;Ubk-
. . . 3
Date of Startup Unkn?zn% il - ﬂﬁl'?‘/'\ meto - /az,'\ } Q§> mré{’ew e
tH/

Date of Closure: This is an active unit. (7 9)

Wastes Managed: The separator receives process wastewaters and other oily

water from refinery operations which have been routed through the oily sewer
system.(8) Results of analyses on the API sludge are shown in Table __ .(9)

The sludge is a defined hazardous waste, Waste No. K051.

Raelease Controls: The separator is inspected weekly for evidence of leakage

or cracking of the structure.(12) 41

CP 0?" overflow™ ~ oo g

History of Releases: ave.c biC\dC...

_ , Covered s
4.3.2 Conclusions , } £ oaced® T s

Groundwater Release Potential:

Surface Water Release Potential:

Alr Release Potential:

Subsurface Gas Release Potential:

4.,3.3 Further action required

Aoi- ne f:c;k:zc\u&o{ F’—/A . .
only /D uhon have probles o uat
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4.4 NORTH SURGE POND Lo oo §WQW— :

‘ UJCUU,(“) ‘9(‘0‘\,(_';7\/ - ~ o
oA ,%'22 . O We:;i*%\ > 70

Unit Description: The north surge pond is located south of the neutralization

4.4.1 TINFORMATION SUMMARY

pond. It has a capacity of 160,000 gallons, and measures 110 ft by 40 ft.(7)
It is not lined.(8) It is not RCRA regulated.(12)

Y Stomn o walla

Date of Startup: Unknown.

Date of Closure: The pond is an active unit.(7)

Wastes Managed: The pond receives storm water runoff prior to its treatment

in the oxidation ponds.(7)

£

Release Controls: It is not known whether release controls exist for this

unit.

History of Releases:

4.4.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.4.3 Further action required
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4.5 SOUTH SURGE POND

4,5.1 Information .Summary

Unit Description: The south surge pond is an unlined Q.16 acre surface

impoundment which is used as an equalization basin.(8)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(8)

Wastes Managed: The pond receives effluent from the API separator.(8,12)

Results of metals analyses on pond sludge are shown in Table __ .(9)
e ‘VCLru,) '1*3’06 L, T Ao tle e, {;{ YT

Release Controls: The pond 1s inspected daily to ensure that two feet of

freeboard are maintained at all times.(12)

History of Releases:

| -&T&Aokf #ﬁ; @Lﬂef"’ foﬁ?ifa (DVeﬂﬁfgL/
L e s g e
4.5.2 Conclusions aiu fewed - 4+ ?({ MGW” -{.og;...

Grohndwa?er release potential: a-mg*&ﬁ*’ +v OX Ppwui,
- Muvt ke odon (#DS ars)- bt w,@@
wH D) 7‘3“‘}“1( ders.

W beonn uwéfom' o tlet
Alr release potential:
/ o H/
Subsurface gas release potential: fﬁcé&&ﬂxzalzi /fP 2
~Skin N

4.5.3 Further action required g?r

Surface water release potential:

- mamua.l(u\ skimh o, 4 send o

recovened o frenk__
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4.6 OXIDATION PONDS

4.6.1 Information Summary

Unit description: There are two mechanically aerated oxidation ponds on the

Chevron Hawaiian Refinery site.(8) They are lined only with compacted coral
(6-confidential) Oxidation Pond 1 1is 0.7 acre 1in size and contains three
barge-mounted floating aerators. Oxidation Pond 2/3 covers 1.26 acres and
consists of two ponds separated by a curtain wall, with each section being

served by one floating mechanical aerator.(8,12) These ponds are RCRA

regulated.(12)

Date of Startup: Unknown.

Date of Closure: The ponds are active units.(9)

Wastes Managed: Effluent from the north and south surge ponds discharges into

the oxidation ponds. The effluent contain phenols, o0il sulfides and
ammonia.(8) The results of pond sludge analyses are shown in Table _ .(9)
Although Chevron has disputed this, EPA considers the pond sludges to be a
listed hazardous waste due to similarity with API separator sludges.(12)

lor e dichlorobxnag e

NOLJI‘ 3. ‘»‘.,« "J,.:.-\_g_ \—\' e """‘“". ]a , B

Release Controls: The ponds are inspected daily to verify that that there is

a minimum 2 feet of freeboard.(9,12) The overflow weir and sluice valve are

inspected weekly.

History of Releases:

) 5+T f}“uﬂ. VL\”£1£L4—- ot ’li“AUV“Q_
AP |
- ﬂnLL44uuuftJZ ﬁf\ oY

Surface Water Release Potential: i&bllcz Lahﬁ “/“Nh4¥£, wadin ﬂk\pgél
mﬁ&a

ng - walla ol »A‘{*awx.uq }ua» ‘q
3 M
:uj; N 9% terrner #3 0x . (}%
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N ower P 7 parhoned CUTru,f> 3
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L\ N  recip PU ﬁmwy\_ nd. wd. - - : é
S | p purp Ok pords - 3 Ww
g? \? ol covendh U v pdd ot/ ot Yumpa~ CorBS ‘”"‘*f\d i—
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4.6.2 Conclusion§

Groundwater Release Potential:




Air Release Potential:

Subsurface Gas Release Potential:

4.6.3 Further Action Required

N
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4.8 Neutralization Basin

4.,8.1 Information Summary

Unit Description: The neutralization basin is located between the settling

basin and the north surge pond. It measures 110 ft by 40 ft and has a

capacity of 160,000 gallons.(7) ba‘\‘(’lﬂm oo
-t W

Date of Startup: Unknown.

Date of Closure: The basin is an active unit.(7)

‘F/"Cﬁh watir 4{‘@( v\ﬂl - W %‘R@,’lﬁf' - f{)\\[{b/b\.’ wJ +O NCU-*’ &Sk

Wastes Managed: The basin receives potentially corrosive waste streams from

refinery operating units which have been neutralized in the neutralization
tank to a pH between 2 and 12.5 prior to discharge to the basin. Low pH waste

streams are mixed with lime slurry in the basin for secondary neutralization

an.g] W colore —

k_
W\Q\mo—r\
History of Releases: ww Sco an

4.8.2 Conclusions . | aced. /Q'L“m o CK/Q—Q/:_
Qu g )

Groundwater Release Potential:

Surface Water Release Potential: < /3-/ 5 SUPQZL (D,/Y\&} }

- 5065‘{8./9\ ' ‘
Air Release Potential: 'U'\Ld- Wm M\"’&“] Ce (
Subsurface Gas Release Potential: JEMW WW\B % ?(ANQ

4.8.3 Further Action Required

to a pH between 6.0 and 8.0.(7)

Release Controls:
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4,9 Settling Basin’

4.9.1 Information Summary

Unit Desénipcion: The settling basin is located north of the neutralization

pond, and measures 110 ft by 40 ft with a capacity of 160,000 gallons.(7)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(7)

Wastes Managed: The settling basin receives neutralized effluent from the
neutralization pond. 1Its purpose 1s to provide additional residence time for

lime solids to settle out.(7)
‘5&/\/‘/\2.,.« Cx.)jofq‘.f?

Release Controls: Géﬁwfk~» ?m/nk;_f YT e ey

bUGLﬂgéh ofr — Loy Loﬂ*lx sl

Yo AATng
Mo <fﬁﬂz?j;éﬂﬂ4‘

History of Releases:

4,9.,2 Conclusions

Groundwater Release Potential:

5\0&5‘& Av”zdﬁed -5 Fjare [A/YVU'»

Surface Water Release Potential: béb&vvv

Air Release Potential:

Subsurface Gas Release Potential:

4:9.3 Further Action Required
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4.10 IMPOUNDING BASIN chf& S M

4.10.1 Information Summary

Unit Description: The impounding basin is a 2.3 acre impoundment used as a

" settling basin. Effluent from the basin flows to an induced air flotation
(IAF) unit for algae removal.(8) This is a RCRA regulated unit, although

Chevron disputes that sludge in the basin is a hazardous waste.(12)

Date of Startup: Unknown.

Date of Closure: This is an active unit.(8)

Wastes Managed: The impounding basin receives effluent from Oxidation Pond

2/3, settling basin effluent and cocling tower blowdown.(8,12) Results of
basin sludge analyses are shown in Table __ .(9) The basin serves two
functions: allowing additional settling of suspended solids, and providing

surge capacity for the wastewater treatment system.(l12)

Release Controls: The impounding basin is inspected regularly to ensure that

it is 1in good operating condition and that two feet of freeboard are
maintained.(9,12)

History of Releases:

S
4.10.2 Conclusions

Groundwater Release Potential:

oottt ¥

Surface Water Release Potential:

Ccﬂfx‘/\!){’)g.ﬁ

- Sadbﬁﬁ 3
. . F} e L A’ F ¥ LA
Air Release Potential:

fo IaF

Subsurface Gas Release Potential:

4.10.3 PFurther Action Required
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4.11 IAF UNIT [}9 X 0 — ﬁ
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4,11.1 -Information Summary ) 4L Lapte 7
fujf*"lf ;

Unit Description: The IAF, or induced air flotation unit, removes algae from

influent flows from the impounding basin.(8) According to Chevron, the IAF
unit is exempt from RCRA Tegulation since it meets the definition of a tank
and it is part of an Effluent Water Treatment System regulated under Section
402 of the Clean Water Act.(l12)

Ql’ﬂ\.‘” PRI T o 1’)
Date of Startup: Unknown. C,;A_JI o 3“—‘""” X
A O
Mmmﬁ uf duad bugs gi
Date of Closure: This is an active unit.(8) ponde—-
‘.}\':"::'}"Wastes Managed : The IAF unit receives effluent from Oxidation Pond 2/3,
Y o .
settling basin effluent, and cooling water from the cooling tower which have
_ , undergone settling in the impounding basin.(8,9) " N\
\'\/' : | ( . R TR e A »':“;" “i': LT e ;
§ Release Controls: The wunit is inspected regularly to ensure proper
\‘?:?= operational condition.(12) e v Adose 'la Rl P L T
W gl
S A ﬁao\r\gud wefe— W5 of
o NG -
A History of Releases: ;y“i\ ) TAF ond T ?VN& Qﬂ e
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4.11.2 Conclusions

. i
Groundwater Release Potential: o #4.inrdy
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Air Release Potential:
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4,12 IAF POND

4.12.1 Information Summary

Unit Description: The IAF, or induced air flotation pond is located at the

far southwest corner of the refimery. It is 11 ft wide by 52 ft long and 6 ft
high.(7) The pond is not lined.(9)

Date of Startup:

Date of Closure: This is an active unit.(7) o .1-O PIS - q0c6+wWWlb(C Aike
}/\+¢alr|+..\' D Chaveon ‘fb uplaf-c P(N\d ‘“/ $+ccl +QJV\L. "

Wastes Managed: The IAF pond receives float from the IAF unit and partially

dewaters it. Results of analyses on the IAF float are shown in Table __ .(9)

Decanted effluent is directed back into the impounding basin.(8)

Release Controls: Pond levels are checked daily to ensure that two feet of

freeboard are maintained at all times.(12)
west ar\ck’p(y\«muM’ ,%("af oM .
History of Releases: _brquvn-* . . blo
ﬁreibV\ - iroth
Wete r A28k = fugde ;
Surface Water Release Potential: enu;lﬁ’-647¥“ﬁ“ Elo hyﬁlc&xgl
Cj&ﬁLv\ﬁCL’ 4”%‘ f—(C\r"

4,12.2 Conclusions

Groundwater Release Potential:

Air Release Potential:

M' WAL ~ S Moﬁm)n

Subsurface Gas Release Potential:

4.12.3 Further Action Required Ei,wyﬂﬁel 5|gci%§, e, L)Ckc,k_ V\O{;
(_Akﬁxc_dﬁ . Wall 7> ~ dLvVKf fruck
Cociled “’/ Jore~
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4.13 TEMPORARY SURFACE IMPOUNDMENTS

4,13.1 Information Summary

Unit Description: Two temporary surface i1mpoundments were operated at the

site. They measured 45 feet by 80 feet, and 60 feet by 100 feet.(5)

Date of Startup: Unknown.

' ?
dm s
Date of Closure: The two impoundments were removed in 1982.(5)

(peeL

v

f‘f‘é‘l‘u’g()
S

Wastes Managed: Jet fuel impregnated filter clays were managed in these two

areas.(5)

Release Controls:

History of Releases:

4,13.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4,13.3 Further Action Required

black stacn - ?{md% - Apheticar llets
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4.14 EXCHANGER CLEANING FACILITY done @€ Unit Ta -
4,14.1 Information Summary . e C‘\ec\lcck‘{(’é v h@ Ve (__Cg,a_,q/b{ﬂ’\:b
Unit Description: _ : f{lliﬁ

&@tsldo&
Date of Startup:
) U&kbwv
Date of Closure: .
down. o ou{ﬂ wadin ' Seuer

Wastes Managed: Waterside cleaning for removal of silica.{6-confidential) //<3;\‘&d€.?
Hﬂ: °bd%?b - APs ?mk&xt xéhans(rs*

Release Controls:

History of Releases:

4,14.2 Coénclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.14.3 Further Action Réequired
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4.17 CLEANING AND DISPOSAL IMPOUNDMENTS

- # 35 on W\s&jﬁ/
4.17.1 Information Summary ’

Unit Description: The two impoundments have coral bottoms and are

b d.(6~ fid ial '
ermed.(6-confidential) M i [ ALver howe GLQM&AAJAQ P ¢

#9. &Mﬁ%f/washm i@u&p&aﬂ& febs .
Date of Startup: gﬁg—&”aﬂﬁ cartn

Date of Closure: ot awnne
Plowrct

Wastes Managed: The impoundments are used for cleaning of/;I;;;\fffgjtan;\§>
and for disposal of tmﬁﬂfﬁj and jer{g [ ifuel” from process
filters.(6-confidential) (<l atomanceous Za,ﬁ(’\)

C}L)W\;")dd av‘&f‘u] (o~ VLo

Release Controls:

yelem .
g  {Hers
History of Releases: /fr\%’k/"> ‘ o {/V/V(’
' / ﬁ;ﬂ,@ '. LJZQJ“\ ‘

4.17.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurfgce Gas Release Potential:

4.17.3 Further Action Required
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4.18 DRUM STORAGE AREA

4.18.1 Information Summary

Unit Description: The drum storage area is located east of the north ocean

pond. Its dimensions and capacity are unknown.(7) A 1986 RCRA TSD
Investigation noted chemical stains on the ground next to rows of drums in the

storage area.(ll)

Date of Startup: Unknown.

Date of Closure: This is am active unit.(7)

Wastes Managed: Wastes in this area include empty lubricating oil and

chemical drums which are bein accumulated until they are shipped off-site for
recycling. Any drums which have held acutely hazardous chemicals as defined
by 45 ‘FR 33122 are triple rinsed at the operating units prior to being placed
in this storage area. Triple rinsing of these drums was instituted in 1984.
s ,1 H £ r f I
Do e anwu{u, M’bd«f‘é\,mj 5 [y@d‘}t IR :Jw\naar ‘{’“P“’ N S
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History of Releases:

4.18.2 Conclusions . f(;*fod'/\dw(l;“f&‘(‘ » O" FQQD\'/Q{L‘ . 55 2"‘4’,{;\} of; f}ij\’f#{’
Groundwater Release Potential: cpen a,m} -{»eMP'J}fCL n/l aft rece /e n.] Pum(o
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Surface Water Release Potential: . s . .
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CL[ A b Ny [ . | o
Air Release Potential: L ]L'.'\XL“D' P(‘-‘,jf-tf fo pu toom aeey
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i .
Subsurface Gas Release Pqt:‘en‘t:'ial‘: Dﬁ) N ‘;rfe - qbo‘v’ F {ceo dr’b’-MS
hora - aba 4 e wakn pcc{&u_,
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4.20 ( FLARE OILY BASIN C oA i ]L )[
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4,20.,1 Information Summary

Unit Description: The flare oily basin has 0.24 acres in surface area.(9) <ever=d =P
vendes, ? Nb
/LV‘M‘Q% No

Date of Startup: Unknown.

Date of Closure: According to a December, 1985 inspection, this unit is no

longer in use and will undergo closure.(10)
jast vsedd -8 o AP

Wastes Managed: This basin receives oilly skimmings from the oxidation ponds

and other oily wastes, such as oil spill material.(2,9) API separator sludge
may also have been placed in the basin.(9) Analysis of sludge from the flare
oily basin detected toluene at 2 ppm, chrysene at 20 ppm, and fluorene at 20
ppm. Appendix VIII metals were below Total Threshold Limit Concentrations
(TTLC) .(9) Results of analyses are shown in Table __ .(9)

Release Controls: It is not known whether release controls exist for this

unit. e Canmedl API 5ﬁg 5}\,&616., af
Ma g
History of Releases: . . . ~
#eau% o fop-- ~ 55
4.20.2 Conclusions | Mose drash - cans  baveds imsoi-

Groundwater Release Po tential':

w‘/Wtf 11 wm‘fw

Surface Water Release Potential: S Seny bohif? - “)o{(&AM ff/g
. In w4 K o1
Air Release potential: oAy
. Jeoch fowr - B belonr fopm
Subsurface Gas Release Potential: dﬂd&ﬁ(ﬂ;{i a.bawr lo
| A
4.20.3 Further Action Required ) ,EA .
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4.21 - FLARE LIME BASIN '
e b %M W W

d.Zl.l ~Informatlon S ary

Unit Description: The basin is located east of the API separator and south of

the cooling tower, and measures 110 ft by 80 ft with a capacity of 350,000
gallons.(7) It is not a RCRA regulated unit.(2) A 1986 RCRA TSD

investigation noted that the basin was leaking along the side of its dike.(1ll)

Date of Startup: Unknown. o -2 [z' M P/LQW

Soli 4.

Date of Closure: The basin is an active unit.(7)

Wastes Managed: The basin is used to dry alkaline lime sludge that has been

removed from the acid/amine/ boiler blowdown neutralization ponds.(2)

Release Controls: It is not known whether release controls exist for this

unit.

I/VL/?’T( Fé&(&, O\/Q/_I (ch-
History of Releases:
Jw o

GLE’JC/IAT 4-5° foe.{ow—“

4,21.2 Conclusions

w&%“-" [0 b pra

Groundwater Release Potential:

\.-
Surface Water Release Potential: o @ ‘j/e
) o - \a UJQ.,(

Air Release Potential: C',Uft/z?d{u] 0.0.5.

' . SN e
Subsurface Gas’Release Potential: W )&/bu., MLM JH’ N

4.21.3 FURTHER ACTION REQUIRED
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4.24 CARBON MONOXIDE INCINERATOR - << [Pole

4.24.1 Information Summary

Unit Description: §¢¢wac§ec§ N ka“eur’ L&agisc;,

a £ artup: nk . ' .
Date of Startup: Unknown g&;Xgi"f?szffkfﬁilﬂi"f\ﬂ QamhﬁgJ«.&r, er?Z{?;;t}dﬁﬂ.

ag (© ollr = ud Mo G
whae bodin {b( st %{ A h o~

Wastes Managed: The inciéziltor burns effluent gas from the Fluid Catalytic

Date of Closure: Unknown.

Cracker .to complete combustion.(4) Ci) —5 Cj)‘“,

Release Controls: It is unknown whether release controls exist for this unit.

History of Releases:

4,24.2 Conclusions

Groundwater Release Potentiai:

Surface Water Release Potential:

Air Release Potential:;

Subsurface Gas Release Potential:

4,24.3 Further Action Required

no ]w\ﬁ@f‘ UA DPC"”"Q%UV\
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4.25 ELECTROSTATIC PRECIPITATOR——FLUID CATALYTIC CRACKER

4.,25.1 Information Summary

Unit Description:

Date of Startup:

Date of Closure:

Wastes Managed: This unit controls dust. emission from the Fluid Catalytic
Cracker effluent gas.(4) ALyYWOALL cadk . Lo droanL e Cﬁlfy" +
e . i ~ N . = S TAV UL EN
fias seat o !/\0,9;% S cund zuc.csc;u& back v

Release Controls:

History of Releases:

4.25.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential:

4.25.3 Further Action Required




“4.26 LANDFILL A ‘ 6 \/ a @( )

4.26,1 Information Summary

Unit Description: Landfill A 1is located south of the sewer sludge

impoundment. Its dimensions and capacity were stated to be unknown 1in the
J _ wxﬂ.ﬂﬁtﬁ © SV
6 M & "f‘f‘ouv(dl .S C.O"VC{& 1 Vo>

lcarr‘fW - QVQ. of‘ bo,(L§
brocde (combrachs -

Date of Closure: The landfill was taken out of service and graded in 1984.(7)

Glorwrd, - Shek, Mmod, .

Wastes Managed: Wastes placed in the landfill included Fluid Catalytic

facility's SWMU response letter.(7)

Date of Startup: Unknown.

Cracker catalyst fines (regenerated), clay treater spent clay, and lime

blowdown. (7) XWV bodor phent (resh wier toeating) im

Release Controls:

History of Releases:

4.,26.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Alr Release Potential:

Subsurface Gas Relegse Potential:

4.26.3 TFurther Action Required




4.27 LANDFILL B

4.27.1 Information Summary

Unit Description: Landfill B is located in the northwest section of the plant

property.(7) M dreer , dceresw KMW\. Wk‘) lod &1 al)_.((lrughz,)
Qn.bou{ [ acre

Date of Startup: 1978.(7) lof= ew%fojvov\ - o&&‘éficfp

Date of Closure: No disposal has taken place im this area since 1982.(7)

Wastes Managed: Landfill B was used to dispose of various materials ,

including trees cleared from the site, asphalt and dirt from asphalt spill

cleanup, and an asphalt roof which was damaged during a 1981 hurricane.(7)

NE - organc mal'l | Tree s

Release Controls:

Swo- ??347fi ﬁ?LA, e Gt
History of Releases: O‘ci 'qua, CF¢3E>QM:F:>
bre ken Concr efc };d ,\ci&:kmag

4.27.2 Conclusions

Groundwater Release Potential:

Surface Water Release Potential:

Alr Release Potential:

Subsurface Gas Release Potential:

4.27.3 Further Action Regquired
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The cooling water pond‘located along the fence lide at the

It has a capacity of about 1,200,000

C’O{‘Q“Q‘/f‘-'ut/ O(AL&_, Q./'l(,’vf\&
QANL e .

iihan L Pooi‘; VGD'\ W

The pond was taken out of service and regraded in 1982.(7)

%5

4 /3/2’ LPG AREA COOLING WATER POND
4,32.1 INFORMATION SUMMARY

Unit Description:

north end of the Chevron property.
gallons .and measures 85 ft by 1,100 ft.(7)

Date of Startup: Unknown.

Date of Closure:

Wastes in this pond included once-through brine cooling water

& 0 om TD/OT
{lc;(eéhp §#f€£f%~" ’(gﬁqV\

Wastes Managed:

from the LPG refrigeration compressors.{7)

Release Controls:

History of Releases:

4.32.2 Conclusions

Groundwater Release Potential:
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Surface Water Release Potential:
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Alr Release Pogtential:

Subsurface Gas Release Potential:

4,32.3 Further Action Required
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4,33 South Ocean Pond V qy-
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4.33.1 Information Summary T
. rﬂéﬁf

Unit Description: The south ocean pond is located along the west fence line

at the south end of the refinery. It measures 90 ft by 240 ft and has a

capacity of 900,000 gallons.{(7) o o Vuéxf” ﬁyw~
\

Date of Startup: LHY

Date of Closure: The pond is an active unit.

Wastes Managed: The pond is used during heavy rains to temporarily hold storm

water. The water is held until it can be routed back to the wastewater
treatgént plant during lower flows.(7)
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Release Controls:

History of Releases:

4.33.2 Conclusions

Groundwater Release Potential:

‘ Surface Water Release Potential:

Air Release Potential:

Subsurface Gas Release Potential: Due to the nature of this unit and the

wastes it receives, there is no potential for subsurface gas generation.

4.33.4 Further Action Required
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4.34,1 Information Summary _ ,,wq L block. + &dl (/’rl
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Unit Descriptién: The north ocean pond 1is located north of the south ocean

pond along the west fenceline of the refinery. It measures 90 ft by 970 £t and
holds 3,500,000 gallons.(7)

Date of Startup:
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Date of Closure: The pond is an active unit.(7)
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Wastes Managed: The pond serves the same function as the south ocean pond,

holding storm water runoff, during periods of high rainfall until the water can

be routed back into the (wast:ewater treatment system during periods of lower

flow.(7) %rﬁ?“ WM N{A/&'v , /V‘v’\i\'f'ej\<_d ‘0(,1(.(.« “ ‘{"‘e‘c):fmi c{T
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Surface Water Release Potential: H/C, odar
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Air Release Potential: % hool~ ujoz

Subsurface Gas Release Potential: Due to the nature of this unit and the

Groundwater Release Potential:

nature of the wastes it receives, there is no potential for generation of
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4,34.3 Further Action Required
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4.:35 Waste Pile A

4.35,1 Information Summary

Unit Deséription: Waste Pile A is located west of Landfill B. The dimensions

and capacity of the waste pile are described by the facility as unknown in the
SWMU response letter.(7)
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Date of Startup:

Date of Closure: Wastes in the waste pililé were removed and disposed off-site
in 1984.(7)

+

Wastes Managed: The waste pile received “"non-hazardous” catalysts of gi‘?

unspecified composition.(7)
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Release Controls:y

History of Releases:

b4..2 Conclusibns

Groundwater Release Potential:

Surface Water Release Potential:

—

Air Release Potential:

Subsurface Gas Release Potential:

4,.3 Further Action Required
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4.3_‘; Waste Pile C

4,.1 Information Summary

Unit Description: Waste Pile C is located north of the north ocean pond near

the west fence line. It has dimensions of 600 ft by 90 ft.
W — Wﬁéa-»
Date of Startup: *\"{’VC(L “(’fD\CQ'/%
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Date of Closure: Sm . PAM ﬂ% Lomran

Wastes Managed: The area as been used to dry dewatered lime blowdown and

spent clay from the flare lime basin and clay dewatering basin. The waste
pile also received fluid <catalytic <cracker catalyst and  unspecified

"non-hazardous” pond sludges prior to 1982.
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Release Controls:
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4..2 Conclusions
Groundwater Release Potential: F—OLM N\ Nig-f-— —
Surface Water Release Potentlal: l

Air Release Potential: ﬁ"'bv O‘F (’K-W\‘FD(‘(_,Q& Cg/y\C/\_Q,UL, Ftug

Subsurface Gas Release Potential: A

4..4 FURTHER ACTION REQUIRED C,\ %K PL(@.,?
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4, FCC Catalyst Fines Hoppers V-5312 and V-5313
4..1 INFORMATION SUMMARY

Unit description: The hoppers are located at the north corner of the

catalytic cracking plant. Each has a capacity of 25 tons, with dimensions of
9 ft in diameter and 28 ft high. They are counstructed of steel.(7)

Date of startup:

Date of closure: The hoppers are active units.(7)

Wastes managed: The hoppers are used to store regenerated catalyst fines from

the Fluid Catalytic Cracking Unit precipitator until they are taken off-site

for disposal.(7)- g” .%V’YLEQ, MQWM /fb Uf\.!{—‘

Release controls:
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Surface water release potential: £§§ + &obgﬂr L}C/M»i{_. ‘f_b
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Air release potential: s‘i—&(JL
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Subsurface gas reléase potential: a/lﬁﬁ,/{ LJZQQ,}/\_ _

4..3 CONCLUSIONS

Groundwater release potential:

4..4 FURTHER ACTION REQUIRED
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4}29/ Foul Water Oxidizer e hf . éﬂr’ﬁfz
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4..1 INFORMATION SUMMARY y %: 4 > T FY s >l ot (7.)
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Unit description: The foul water oxidizer is a steel vessel located on the

south side of the boiler plant. It is six ft in diameter and 45 ft high.(7)

Date of startup:

Date of closure: This is an active unit.(7)

Wastes managed: The oxidizer receives foul water from Tanks 303 and 304 (Unit

4.38). The water is heated and exposed to air to oxidize potentially reactive
compounds to non-reactive species prior to the waste stream being discharged

to the wastewater treatment system.(7)

Release controls:

‘History of Releases:

4..2 RESULTS OF VISUAL SITE INSPECTION

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

M
4..4 FURTHER ACTION REQUIRED
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4./46/ WEAK ACID NEUTRALIZATION SUMP

4..1 INFORMATION SUMMARY

Unit description: The weak acid neutralization sump is located west of the

strong acid neutralization sump. It is five feet in diameter and eight feet
deep. The sump is constructed of concrete with an acid-resistant brick
liner.(7) L ol Sewer o mavfal rid"

cacvsho oddad <§9 6mﬁm,P* .
Date of startup: S0Mp- - ]Db (VN(L“/ L(kibb"ﬁlla"DS ‘ﬂutt

Date of closure: This is an active unit.(7)
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Wastes managed: This unit receives weak sulfuric acid from the Acid Plant.

4

Here it is mixed with caustic to neutralize it to a pH of between 2 and 12.5.

The neutralized effluent 1is discharged to the neutralization pond for
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secondary neutralization.(7)

Release controls:
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4..2 RESULTS OF VISUAL SITE INSPECTIODN -
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4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED



33 ol
44 #32
Q&QT/ STRONG ACID NEUTRALIZATION SUMP

4..1 TINFORMATION SUMMARY

Unit description: The strong acid neutralization sump is located east of the

weak acid neutralization plant., It is five feet in diameter and eight feet

deep.(7) dééd« quﬁ ﬁ/ T upséj'ﬁ 0U@UAL.@QﬂMV vindct to
yuytrak . ptt.
Date of startup: }“/A HLeT m @LV"”f“
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Date of closure: This is an active unit.(7)

Wastes managed: The sump receives acid spills
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Release controls: J}LCWNLfv ~<UJ/'7)
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History of Releases:
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4..2 RESULTS OF VISUAL SITE INSPECTION @f“bwf “anks +
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4..3 CONCLUSIONS
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Surface water release potential: 'g4éf¥‘€;kg ‘CthiV[€7

Groundwater release potential:

Air release potential:

Subsurface gas release potential:
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4..4 TFURTHER ACTION REQUIRED
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4,42//Alkylation Plant Neutralization Sump ~e BOLreS Cﬁo‘jéﬁka
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4..1 INFORMATION SUMMARY olwa woakia vt
Ry *
Unit description: The sump is located on the west end of the alkylation and

isomerization plant. It measures 7 ft wide by 153 ft long b{/] ft deep. It is

constructed of concrete and has an acid-resistant brick liner.(7)

Date of startup:

Date of closure: This 1s an active unit.(7)

Wastes managed: The sump receives acid spills and ‘washdown water from the

alkylation plant, Here they are mixed with caustic and neutralized to a pH

between of 2 and 12.5. Sump effluent 1is discharged to the waste water

treatment system tﬁggggﬁ:zggzgfefm—sewesqsys{emﬂ(?) :?H test” /; Suko ash fo
Notred ik 7 Adyost

Release controls: The concrete sump is lined with acid~resistant brick.(7)
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History of Releases:
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4..2 RESULTS OF VISUAL SITE INSPECTION / black St
4..3 CONCLUSIONS .
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Surface water release potential: 4” Acainm -~ e ’“q‘.A wiele_

- Alr release potential:

Subsurface gas release potential:

4..,4 FURTHER ACTION REQUIRED
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4..1 INFORMATION SUMMARY

Unit description: The oll recovery box 1s located north of Tank 304. It is

constructed of reinforced concrete and is 10 ftr wide by 42 ft long by 5 ft

high.(7) abone qmd,q,

QLN“
Date of startup: , W“‘P&/
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Date of closure: This 'is an active unit.(7) 0 4‘0*)
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Wastes managed: astes placed in this unit include recovered oil from spills

or cleanup —of ‘process systems. (The box serves as a settling unit for solids
in the oily wastésv Solids are periodically removed and placed in the land
treatment unit.(7) . H/C/ Lo o §edi’/“" - a@m@ g CLQ%V*Q, C{ el v
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4..2 RESULTS OF VISUAL SITE INSPECTION

4..3 CONCLUSIONS

Groundwater release potentiai:' (_LLQA/ PIQJQ——)

Surface water release potential: WW[ C. Sl
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Air release pot‘ent-ial: ‘m (,jrcm(, ,a/lw/'/\;ﬂ, é)o;ae.-';

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED
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4./%/ STORM WATER CULVERT
4..1 TINFORMATION SUMMARY

Unit description: Storm water from the area west of the stormfﬁ?t including

the acid/amine plant, flows through a culvert to the ocean.(8)

stoemeley run grwv\. Seharn anze. - aead p’fowd‘

Date of startup: OPETL GNnAF—

. \'»%
Date of closure: ']Lg:s bo C/\Of)&d /7( ]%} (umccmfro lc &§>c. hctf‘c‘c

Wastes managed:

Release controls:

History of Releases:

4..2 RESULTS OF VISUAL SITE INSPECTION

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potentilal:

4..4 FURTHER ACTION REQUIRED
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4,48 STORM BAY

4..1 INFORMATION SUMMARY

‘_56,;_, ot AN Lﬂxc-}o g% 4 q;/

Unit description: The storm bay is a large wet well equipped with pumps. It

is used to pump storm water to the north surge pond or to the north and outh

ocean ponds,.(8)

Date of startup:

Date of closure: This is an active unit.(8)

Wastes managed: Qo

pm«dﬁ,

Release controls:

History of Releases:

4..2 RESULTS OF VISUAL SITE INSPECTION

4..3 CONCLUSIONS

Groundwater release potential:

Surface water release potential:

Air release potential:

Subsurface gas release potential:

4..4 FURTHER ACTION REQUIRED
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